
I N C O N T R O L

  Tiny footprint for a powerful 
turning center.

Best in class features
■  Has the smallest footprint in the industry when compared to 

similar capacity slant-bed lathes.
■    The TM6 is the most reasonably priced in its class.
■    The only lathe that accepts both Hurco’s conversational and 

NC programming.
■  Ergonomic design features provide maximum productivity 

and convenience
■  Upgraded acceleration/deceleration rates increase effi ciency.
■  Chip management and washdown system promotes easy cleanup 

and longevity of the machine.
■  Hydraulic system with heat exchanger promotes thermal stability, 

which increases reliability and extends the life of the machine.
■  Options and accessories are plug and play so they can be easily 

added at any time. Buy only the options you need at the beginning 
and add more options as needed.

■  Hurco products are UL, CSA, NFPA 79 independently certifi ed, with 
CE certifi cation optional. 

The TM6 turning center has an unbelievably 
compact footprint for a machine of its capabilities. 
It’s so compact, it can be easily coupled with one of 
our VM machines to create an effi cient  
        manufacturing cell. The TM6 is a true slant-bed 
lathe, which is unusual for such a compact turning 
center. The single-piece bed casting provide much 
better control of cutting forces and this model is also 
optimized for bar-feeder work. Additionally, it’s the 
only turning center of its size that has the integrated 
Hurco control with powerful WinMax® software.

TM6

TM6

X, Z Axis Travel, inches (mm) 7 x 14 (178 x 356)

Swing Over Cross Slide, inches (mm) 9.4 (240)

Distance Between Centers, inches (mm) 15.8 (403)

Max Cutting Diameter, inches (mm) 12.4 (316)

Max Cutting Length, inches (mm) 13.4 (340)

Bar Capacity, inches (mm) 1.77 (45)

Peak Spindle Motor (hp) 17.5 (13)

Max Spindle Motor Torque 
ft lbs (Nm) @ rpm 6k 84 (113) @ 1,090

Rapid Traverse X / Z Axis, inches (M) / min 750 / 945 (19 / 24)

Tool Shank, inches (mm) 3/4 (19) Square

Number of Tools Standard 12 / Slotted or VDI

3-Jaw Chuck, inches (mm) 6 (152)

Turret Index Time - Adjacent, seconds 0.5

Positioning, inches (mm) ±0.0002 (0.005)

Repeatability, inches (mm) ±0.0001 (0.0025)

Weight, lbs (Kg) 7,010 (3,180)

Optimum machine performance is reliant upon installation conditions at the facility, such as power supply, air supply, and ambient air conditions. 
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