
TM1011
I N C O N T R O L

This lathe was built for heavy 
cuts and hard turning.

Best in class features
■  Has the smallest footprint in the industry when compared to similar 

capacity lathes.

■    The TM10 is the most reasonably priced in its class.

■  Extended Z-axis travel of 29.5 inches. 

■  Impressive machine weight of 11,030 lbs to handle heavy cutting.

■  Hydraulic system with heat exchanger promotes thermal stability, which 
increases reliability and extends the life of the machine.

■    Chip management and washdown system promotes easy cleanup and 
longevity of the machine.

■  The only lathe that accepts both Hurco’s conversational and NC 
programming.

■  Options and accessories are plug and play so they can be easily added at any 
time. Buy only the options you need at the beginning and add more options 
as needs change.

The TM10 slant-bed lathe uses a rugged 25 hp, 3,000 rpm 
spindle to effectively handle a wide variety of turning work. 
It was specifi cally designed to withstand the rigors of heavy 
cuts and heavy work. As with all Hurco machines, 

         the quality design and construction of the TM10 
ensure precision and longevity.

The TM10 is designed to save valuable time. The fast turret 
keeps cycle times short and it’s easy to access for faster tool 
setups. Program on the shop fl oor with Hurco’s patented 
conversational programming for fast turnaround work 
or download fi les from CAM stations to run with Hurco’s 
advanced NC language. 

TM10

X, Z Axis Travel, inches (mm) 9.8 x 29.5 (250 x 750)

Swing Over Cross Slide, inches (mm) 15.8 (402)

Distance Between Centers, inches (mm) 27.4 (695)

Max Cutting Diameter, inches (mm) 17.7 (450)

Max Cutting Length, inches (mm) 28.3 (720)

Bar Capacity, inches (mm) 3.0 (78)

Peak Spindle Motor, hp (Kw) 29.7 (22)

Max Spindle Motor Torque 
ft lbs (Nm) @ rpm 3k 260 (252) @ 600

Rapid Traverse X / Z Axis, ipm (M / min) 750 / 945 (19 / 24)

Tool Shank, inches (mm) 1 (25) Square

Number of Tools Standard 12 / Slotted or VDI

3 Jaw Chuck, inches (mm) 10 (254)

Turret Index Time - Adjacent, seconds 0.5

Positioning, inches (mm) ±0.0002 (0.005)

Repeatability, inches (mm) ±0.0001 (0.0025)

Weight, lbs (Kg) 11,030 (5,000)
Optimum machine performance is reliant upon installation conditions at the facility, such as power supply, air supply, and ambient air conditions. 
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