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无锡特威尔机械制造有限公司是一家专业制造建筑轻钢结构专用彩钢，C，Z 型钢设备及冷扎，冷弯成型设备厂家，具有设计制                       Wuxi Techwell Machinery Co.,Ltd is a professional manufacturer specializing in the developing and exporting 

造各种型号厚薄钢板滚压成型生产线的实力。彩钢板压型瓦及 C,Z 型檩条产品广泛应用余各类大小型工业厂房，仓库，民用及高                of various roll forming machines, slitting cutting machines and insulated sandwich panel machines with many 

层建筑上。 随着经济的发展，建筑轻钢结构在建筑上的应用不断普及，对生产设备的需求量不断加大，对生产设备自动化要求                 years experience in this industry field.  

也越来越高，公司投入力度，研制开发各种型号的彩钢压型板生产线及 C,Z 型钢（檩条）生产设备，使用操作简单，提高生产率                 Our macihnes enjoys high popularity in the china and foreign market, particularly in Southeast Asia, Europe,

降低生产成本等。现有各种型号的彩钢瓦压型板，C/Z 型钢自动孔子生产线均处于国内外领先地位，具有结构轻巧，设计合理，              America, Africa, Middle East, Australia, Canada, Chile, etc.                 

不断更新进步而备受轻钢建筑商及制品商的青睐和赞许。                                                                      Roll Forming Machines: Metal roof & wall panel roll forming machine, Steel tile roll forming machine, Dual 

公司坚持 “质量第一，信誉第一”的经营理念，产品行销于全国近三十个省市，自治区，并远销到东南亚，中东，非洲，美洲,                   Level roll forming machine, C/Z/U/L Shaped steel roll forming machines, Drywall stud and track roll forming  

澳洲，欧洲等国家。                                                                                                     machine, Steel floor deck roll forming machine, Highway guardrail roll forming machine, Downspout roll forming 
machine, Gutter roll forming machine, Portable downpipe / gutter machines, Door frame roll forming machine, 

Roller shutter roll forming machine, K span arched roof roll forming machine, Furring channel roll forming 
machine, Sigma post roll forming machine, Storage rack / shelf roll forming machine, Curtain rail roll forming 

machine, Roof ridge cap roll forming machine, IBR sheet roll forming machine, Corrugated sheet roll forming 
machine, Trapezidal sheet roll forming machine, Cable tray roll forming machine, Door track roll forming 
machine and so on. 

   Other Machines: Slitting machine, Cut to length Line, Crimped Curving Machine, EPS/Rock Wool / Mineral 
wool sandwich panel machines, hydraulic decoiler, Auto stacker, Auto packing machine... 

   We are engaged in the steel structure industry in many years and devoted to developing machines with a 
professional technology and reasonable price, we supply the best machines for our new and old customers. And 
we can provide professinal sevice, high quality, through design, and installation.  

Warmly welcome to visit our factory no matter you are distributors or end-users, and we are looking forward 
to cooperating with you for mutual benefits. 
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TW-RS  Roof Sheet Roll Forming Machine                                          TW-WP  Wall Panel / Cladding Roll Forming Machine 

 

                                  

                                    

 

 

Main Technical Specifications                                                             Main Technical Specifications 

 
 

 
Material Thickness:         0.3-0.8mm                                                                                          Material Thickness:         0.3-0.8mm                     
Main Power:                5.5KW                                                                                           Main Power:                5.5KW                             
Material:                    PPGI, Galvanised Coil                                                                                                                                        Material:                    PPGI, Galvanised Coil          
Diameter of Axis:          ¢ 76mm ( depend on profile )                                                                         Diameter of Axis:           ¢ 56mm ( depend on profile )     
Material Width:             Depend On Profile                                                                                Material Width:             Depend On Profile              
Cutting Blade:             Cr12Mov                                                                                          Cutting Blade:              Cr12Mov                          
Forming Speed:            0-15m/min                                                                                       Forming Speed:            0-15m/min                     
Cutting Type:             Hydraulic Cutting                                                                                   Cutting Type:              Hydraulic Cutting                 
Forming Station:           10-18 Steps                                                                                      Forming Station:           10-15 Steps                    
Cutting Power:            3KW                                                                                                Cutting Power:             3KW                              
Machine Weight:          about 5.5 Ton                                                                                      Machine Weight:           about 5.5 Ton  
Machine Size:            about 11000x1500x1400mm ( L X W X H )                                                         Machine Size:             about 8000x1500x1400mm ( L X W X H )          

PLC:                      PANASONIC OR MITSUBISH Brand                                                                 PLC:                       PANASONIC OR MITSUBISH Brand         
Decoiler:                 Manual or Automatic Type                                                                            Decoiler:                  Manual or Automatic Type                        
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TW-DL  Double Layer Roofing Sheet Roll Forming Machine                              TW-GT  Glazed Tile Roll Forming Machine 

 

                     
 
 
 
 
 

Main Technical Specifications                                                             Main Technical Specifications  

 
 

Material Thickness:         0.3-0.8mm                                                                                          Material Thickness:         0.3-0.7mm                     
Main Power:                7.5KW                                                                                           Main Power:                5.5KW                             
Material:                    PPGI, Galvanised Coil                                                                                                                                        Material:                    PPGI, Galvanised Coil          
Diameter of Axis:          ¢ 76mm ( depend on profile )                                                                         Diameter of Axis:           ¢ 76mm ( depend on profile )     
Material Width:             Depend On Profile                                                                                Material Width:             Depend On Profile              
Cutting Blade:             Cr12Mov                                                                                          Cutting Blade:              Cr12Mov                          
Forming Speed:            0-15m/min                                                                                       Forming Speed:            0-15m/min                     
Cutting Type:             Hydraulic Cutting                                                                                   Cutting Type:              Hydraulic Cutting                 
Forming Station:           10-18 Steps                                                                                      Forming Station:           13-18 Steps                    
Cutting Power:            3KW                                                                                                Cutting Power:             4KW                              
Machine Weight:          about 5.5 Ton                                                                                      Machine Weight:           about 6.5 Ton  
Machine Size:            about 11000x1500x1400mm ( L X W X H )                                                         Machine Size:              about 11000x1500x1400mm ( L X W X H )          

PLC:                      PANASONIC OR MITSUBISH Brand                                                                 PLC:                       PANASONIC OR MITSUBISH Brand         
Decoiler:                 Manual or Automatic Type                                                                            Decoiler:                   Manual or Automatic Type                        
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TW-CS  Corrugated Sheet Roll Forming Machine                                        TW-IBR  IBR Sheet Roll Forming Machine 

 

                     
 
 
 
 
 

Main Technical Specifications                                                             Main Technical Specifications  

 
 

Material Thickness:         0.3-0.8mm                                                                                          Material Thickness:         0.3-0.8mm                     
Main Power:                5.5KW                                                                                           Main Power:                5.5KW                             
Material:                    PPGI, Galvanised Coil                                                                                                                                        Material:                    PPGI, Galvanised Coil          
Diameter of Axis:          ¢ 76mm ( depend on profile )                                                                         Diameter of Axis:           ¢ 76mm ( depend on profile )     
Material Width:             Depend On Profile                                                                                Material Width:             Depend On Profile              
Cutting Blade:             Cr12Mov                                                                                          Cutting Blade:              Cr12Mov                          
Forming Speed:            0-15m/min                                                                                       Forming Speed:            2-4m/min                     
Cutting Type:             Hydraulic Cutting                                                                                   Cutting Type:              Hydraulic Cutting                 
Forming Station:           10-18 Steps                                                                                      Forming Station:           16-18 Steps                    
Cutting Power:            3KW                                                                                                Cutting Power:             4KW                              
Machine Weight:          about 5.5 Ton                                                                                      Machine Weight:           about 6 Ton  
Machine Size:            about 11000x1500x1400mm ( L X W X H )                                                         Machine Size:             about 11000x1500x1400mm ( L X W X H )          

PLC:                      PANASONIC OR MITSUBISH Brand                                                                 PLC:                      PANASONIC OR MITSUBISH Brand         
Decoiler:                 Manual or Automatic Type                                                                            Decoiler:                  Manual or Automatic Type                        
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TW-TS  Trapezoidal Sheet Roll Forming Machine                                        TW-RC  Roof Ridge Cap Roll Forming Machine 

 

                       
 
 
 

Main Technical Specifications                                                             Main Technical Specifications  

 
 

Material Thickness:         0.3-0.8mm                                                                                          Material Thickness:         0.3-0.7mm                     
Main Power:                5.5KW                                                                                           Main Power:                5.5KW                             
Material:                    PPGI, Galvanised Coil                                                                                                                                        Material:                    PPGI, Galvanised Coil          
Diameter of Axis:          ¢ 76mm ( depend on profile )                                                                         Diameter of Axis:           ¢ 76mm ( depend on profile )     
Material Width:             Depend On Profile                                                                                Material Width:             Depend On Profile              
Cutting Blade:             Cr12Mov                                                                                          Cutting Blade:              Cr12Mov                          
Forming Speed:            0-15m/min                                                                                       Forming Speed:            0-15m/min                     
Cutting Type:             Hydraulic Cutting                                                                                   Cutting Type:              Hydraulic Cutting                 
Forming Station:           10-18 Steps                                                                                      Forming Station:           13 Steps                    
Cutting Power:            3KW                                                                                                Cutting Power:             4KW                              
Machine Weight:          about 5.5 Ton                                                                                      Machine Weight:           about 5 Ton  
Machine Size:            about 11000x1500x1400mm ( L X W X H )                                                         Machine Size:              about 8000x1000x1400mm ( L X W X H )          

PLC:                      PANASONIC OR MITSUBISH Brand                                                                 PLC:                       PANASONIC OR MITSUBISH Brand         
Decoiler:                 Manual or Automatic Type                                                                            Decoiler:                   Manual or Automatic Type                        
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TW-ST  Standing Seam Roof Panel Roll Forming Machine                               TW-TBM  Tapered Bemo Panel Roll Forming Machine 

 

                     
 
 

Main Technical Specifications                                                             Main Technical Specifications  

 
 

Material Thickness:         0.6-1.0mm                                                                                          Material Thickness:         0.6-1.0mm                     
Main Power:                7.5KW                                                                                           Main Power:                5.5KW                             
Material:                    Aluminium                                                                                                                                                            Material:                    Aluminium         
Diameter of Axis:          ¢ 76mm ( depend on profile )                                                                         Diameter of Axis:           ¢ 76mm ( depend on profile )     
Material Width:             Depend On Profile                                                                                Material Width:             Depend On Profile              
Cutting Blade:             Cr12Mov                                                                                          Cutting Blade:              Cr12Mov                          
Forming Speed:            0-15m/min                                                                                       Forming Speed:            0-15m/min                     
Cutting Type:             Hydraulic Cutting                                                                                   Cutting Type:              Hydraulic Cutting                 
Forming Station:           16 Steps                                                                                          Forming Station:           14 Steps                    
Cutting Power:            3KW                                                                                                Cutting Power:             4KW                              
Machine Weight:          about 5.5 Ton                                                                                      Machine Weight:           about 5 Ton  
Machine Size:            about 10000x1500x1400mm ( L X W X H )                                                         Machine Size:              about 8000x1000x1400mm ( L X W X H )          

PLC:                      PANASONIC OR MITSUBISH Brand                                                                 PLC:                       PANASONIC OR MITSUBISH Brand         
Decoiler:                 Manual or Automatic Type                                                                            Decoiler:                   Manual or Automatic Type                        
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TW-CL  Click Lock Roll Forming Machine                                       TW-RC  CZ Purlin Roll Forming Machine ( Quick Interchangeable Type )

 

                     
 
 

Main Technical Specifications                                                             Main Technical Specifications  

 
 

Material Thickness:         0.3-0.8mm                                                                                          Material Thickness:         1.5-3.0mm                     
Main Power:                5.5KW                                                                                           Main Power:                15KW                             
Material:                    PPGI, Galvanised Coil                                                                                                                                        Material:                    Carbon Steel,Galvanized Steel, Q235          
Diameter of Axis:          ¢ 76mm ( depend on profile )                                                                         Diameter of Axis:           ¢ 76mm ( depend on profile )     
Material Width:             Depend On Profile                                                                                Material Width:             Depend On Profile              
Cutting Blade:             Cr12Mov                                                                                          Cutting Type:               Pre-cutting                         
Forming Speed:            0-15m/min                                                                                       Forming Speed:            0-15m/min                     
Cutting Type:              Hydraulic Cutting                                                                                  Punching Type:             Pre-punching                 
Forming Station:           15-18 Steps                                                                                      Forming Station:           16 Steps                    
Cutting Power:            3KW                                                                                                Roller Material:             GCr15                             
Machine Weight:          about 5.5 Ton                                                                                      Machine Weight:           about 16 Ton  
Machine Size:            about 11000x1500x1400mm ( L X W X H )                                                         Machine Size:              about 11000x1000x1400mm ( L X W X H )          

PLC:                      PANASONIC OR MITSUBISH Brand                                                                 PLC:                       PANASONIC OR MITSUBISH Brand         
Decoiler:                 Manual or Automatic Type                                                                            Decoiler:                   Manual or Automatic Type                        
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TW-C300  C Purlin Roll Forming Machine                                                TW-Z300  Z Purlin Roll Forming Machine 

 

                    
 
 

Main Technical Specifications                                                             Main Technical Specifications  

 
 

Material Thickness:         1.5-3.0mm                                                                                          Material Thickness:         1.5-3.0mm                     
Main Power:                15KW                                                                                            Main Power:                18.5KW                             
Material:                    Carbon Steel,Galvanized Steel, Q235                                                                                                             Material:                    Carbon Steel,Galvanized Steel, Q235          
Diameter of Axis:          ¢ 76mm ( depend on profile )                                                                         Diameter of Axis:           ¢ 76mm ( depend on profile )     
Material Width:             Depend On Profile                                                                                Material Width:             Depend On Profile              
Cutting Blade:             Cr12Mov                                                                                          Cutting Blade:               Cr12Mov                         
Forming Speed:            0-15m/min                                                                                       Forming Speed:            0-15m/min                     
Cutting Type:              Hydraulic Cutting                                                                                  Punching Type:             Pre-punching                 
Forming Station:           14 Steps                                                                                          Forming Station:           16 or 17 Steps                    
Cutting Power:            11 KW                                                                                             Roller Material:             GCr15                             
Machine Weight:          about 8 Ton                                                                                        Machine Weight:           about 16 Ton  
Machine Size:            about 9600x1000x1400mm ( L X W X H )                                                          Machine Size:              about 10000x1000x1400mm ( L X W X H )          

PLC:                      PANASONIC OR MITSUBISH Brand                                                                 PLC:                       PANASONIC OR MITSUBISH Brand         
Decoiler:                 Manual or Automatic Type                                                                            Decoiler:                   Manual or Automatic Type                        
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TW-FC  Furring Channel Roll Forming Machine                                          TW-STM  Stud and Track Roll Forming Machine 

 

                       
 
 

Main Technical Specifications                                                             Main Technical Specifications  

 
 

Material Thickness:         0.4-0.8mm                                                                                          Material Thickness:         0.4-0.8mm                     
Main Power:                4KW                                                                                             Main Power:                4KW                             
Material:                    Galvanised Coil                                                                                                                                                    Material:                    Galvanized Steel         
Diameter of Axis:          ¢ 65mm ( depend on profile )                                                                         Diameter of Axis:           ¢ 65mm ( depend on profile )     
Material Width:             Depend On Profile                                                                                Material Width:             Depend On Profile              
Cutting Blade:             Cr12Mov                                                                                          Cutting Blade:               Cr12Mov                         
Forming Speed:            0-15m/min                                                                                       Forming Speed:            0-15m/min                     
Cutting Type:              Hydraulic Cutting                                                                                  Cutting Type:               Hydraulic cutting                 
Forming Station:           10 Steps                                                                                          Forming Station:           14 Steps                    
Cutting Power:             3 KW                                                                                              Cutting Power:             3 KW                            
Machine Weight:          about 4.5 Ton                                                                                      Machine Weight:          about 4.5 Ton  
Machine Size:            about 7000x1000x1400mm ( L X W X H )                                                          Machine Size:              about 8000x1000x1400mm ( L X W X H )          

PLC:                      PANASONIC OR MITSUBISH Brand                                                                 PLC:                       PANASONIC OR MITSUBISH Brand         
Decoiler:                 Manual or Automatic Type                                                                            Decoiler:                   Manual or Automatic Type                        
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TW-2W  2 Wave Guardrail Roll Forming Machine                                       TW-3W  3 Wave Guardrail Roll Forming Machine 

 

                     
 
 
 
 
 
 

Main Technical Specifications                                                             Main Technical Specifications  

 
 

Material Thickness:         2.0-4.0mm                                                                                          Material Thickness:         2.0-4.0mm                     
Main Power:                20KW                                                                                            Main Power:                30KW                             
Material:                    Carbon steel, Galvanised Coil, Q235                                                                                                            Material:                    Carbon steel, Galvanized Steel, Q235         
Diameter of Axis:          ¢ 95mm ( depend on profile )                                                                         Diameter of Axis:           ¢ 100mm ( depend on profile )     
Material Width:             Depend On Profile                                                                                Material Width:             Depend On Profile              
Cutting Blade:             Cr12Mov                                                                                          Cutting Blade:               Cr12Mov                         
Forming Speed:            0-15m/min                                                                                       Forming Speed:            0-15m/min                     
Cutting Type:              Hydraulic Cutting                                                                                  Cutting Type:               Hydraulic cutting                 
Forming Station:           15 Steps                                                                                          Forming Station:           19 Steps                    
Cutting Power:             15 KW                                                                                              Cutting Power:             15 KW                            
Machine Weight:          about 18 Ton                                                                                      Machine Weight:          about 20 Ton  
Machine Size:            about 11500x2000x1500mm ( L X W X H )                                                          Machine Size:              about 14500x2000x1500mm ( L X W X H )          

PLC:                      PANASONIC OR MITSUBISH Brand                                                                 PLC:                       PANASONIC OR MITSUBISH Brand         
Decoiler:                 Manual or Automatic Type                                                                            Decoiler:                   Manual or Automatic Type                        
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TW-SP  Sigma Post Roll Forming Machine                                               TW-FD  Floor Deck Roll Forming Machine 

 

                    
 
 
 

Main Technical Specifications                                                             Main Technical Specifications  

 
 
 

Material Thickness:         3.0-4.0mm                                                                                          Material Thickness:         0.8-1.2mm                     
Main Power:                18.5KW                                                                                          Main Power:                2x11KW                             
Material:                    Carbon steel, Galvanised Coil, Q235                                                                                                            Material:                    Carbon steel, Galvanized Steel, Q235         
Diameter of Axis:          ¢ 90mm ( depend on profile )                                                                         Diameter of Axis:           ¢ 90mm ( depend on profile )     
Material Width:             Depend On Profile                                                                                Material Width:             Depend On Profile              
Cutting Blade:             Cr12Mov                                                                                          Cutting Blade:               Cr12Mov                         
Forming Speed:            0-15m/min                                                                                       Forming Speed:            0-15m/min                     
Cutting Type:              Hydraulic Cutting                                                                                  Cutting Type:               Hydraulic cutting                 
Forming Station:           15 Steps                                                                                          Forming Station:           16-18 Steps                    
Cutting Power:             7.5 KW                                                                                            Cutting Power:             5.5 KW                            
Machine Weight:          about 10 Ton                                                                                      Machine Weight:           about 16 Ton  
Machine Size:            about 10000x1500x1400mm ( L X W X H )                                                         Machine Size:             about 11000x2000x1400mm ( L X W X H )          

PLC:                      PANASONIC OR MITSUBISH Brand                                                                 PLC:                       PANASONIC OR MITSUBISH Brand         
Decoiler:                 Manual or Automatic Type                                                                            Decoiler:                   Manual or Automatic Type                        
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TW-Silo  Silo Steel Corrugated Roll Forming Machine                                   TW-FD  Barge Roll Forming Machine ( G550 ) 

 

                      

 
 
 

Main Technical Specifications                                                             Main Technical Specifications  

 
 
 

Material Thickness:         2.0-4.0mm                                                                                          Material Thickness:         0.3-0.45mm                     
Main Power:                40KW                                                                                            Main Power:                5.5KW                             
Material:                    Carbon steel, Galvanised Coil                                                                                                                  Material:                    Galvanized Steel, G550       
Diameter of Axis:          ¢ 90mm ( depend on profile )                                                                         Diameter of Axis:           ¢ 70mm ( depend on profile )     
Material Width:             Depend On Profile                                                                                Material Width:             Depend On Profile              
Cutting Blade:             Cr12Mov                                                                                          Cutting Blade:               Cr12Mov                         
Forming Speed:            0-15m/min                                                                                       Forming Speed:            0-15m/min                     
Cutting Type:              Hydraulic Cutting                                                                                  Cutting Type:               Hydraulic cutting                 
Forming Station:           18 Steps                                                                                          Forming Station:           11 Steps                    
Cutting Power:             15 KW                                                                                            Cutting Power:             3 KW                            
Machine Weight:          about 20 Ton                                                                                      Machine Weight:           about 5 Ton  
Machine Size:            about 12000x2000x1400mm ( L X W X H )                                                         Machine Size:             about 7000x800x1600mm ( L X W X H )          

PLC:                      PANASONIC OR MITSUBISH Brand                                                                 PLC:                       PANASONIC OR MITSUBISH Brand         
Decoiler:                 Manual or Automatic Type                                                                            Decoiler:                   Manual or Automatic Type                        
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TW-DP  Downpipe Roll Forming Machine                                                TW-E100  Elbow Molding Machine  

 

                                  

 
 
 

Main Technical Specifications                                                             Main Technical Specifications  

 
 
 

Material Thickness:         0.4-0.6mm                                                                                          Material Thickness:          0.4-0.5mm                     
Main Power:                7.5KW                                                                                            Capacity:                   90 pieces/H                            
Material:                    Color Steel, G.I, Aluminium                                                                                                                 Material:                    Galvanized Steel, Aluminium, Copper       
Diameter of Axis:          ¢ 75mm ( depend on profile )                                                                         Moulds:                     13 sets      
Material Width:             Depend On Profile                                                                                Material Width:              Depend On Profile              
Cutting Blade:             Cr12Mov                                                                                          200Ton Oil Pressure:        1 Set                          
Forming Speed:            0-15m/min                                                                                       63 Ton Punching Machine:   1 Set                    
Cutting Type:              Hydraulic Cutting                                                                                  40Ton Punching Machine:    1 Set                 
Forming Station:           20 Steps                                                                                          20 Ton Punching Machine:    1 Set                     
Cutting Power:             5.5 KW                                                                                                                       
Machine Weight:          about 12 Ton                                                                                       
Machine Size:            about 12000x1100x1200mm ( L X W X H )                                                                

PLC:                      PANASONIC OR MITSUBISH Brand                                                                    
Decoiler:                 Manual or Automatic Type                                                                                                  
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TW-KGM  K Gutter Roll Forming Machine                                                TW-HRG  Half Round Gutter Roll Forming Machine 

 

                                          
 
 

Main Technical Specifications                                                             Main Technical Specifications  

 
 

Material Thickness:         0.4-0.8mm                                                                                          Material Thickness:         0.4-0.8mm                     
Main Power:                5.5KW                                                                                           Main Power:                5.5KW                             
Material:                    Galvanised Coil                                                                                                                                                    Material:                    Galvanized Steel         
Diameter of Axis:          ¢ 75mm ( depend on profile )                                                                         Diameter of Axis:           ¢ 75mm ( depend on profile )     
Material Width:             Depend On Profile                                                                                Material Width:             Depend On Profile              
Cutting Blade:             Cr12Mov                                                                                          Cutting Blade:               Cr12Mov                         
Forming Speed:            0-15m/min                                                                                       Forming Speed:            0-15m/min                     
Cutting Type:              Hydraulic Cutting                                                                                  Cutting Type:               Hydraulic cutting                 
Forming Station:           16 Steps                                                                                          Forming Station:           16 Steps                    
Cutting Power:             5.5 KW                                                                                            Cutting Power:             5.5 KW                            
Machine Weight:          about 8 Ton                                                                                        Machine Weight:          about 8 Ton  
Machine Size:            about 10000x1000x1400mm ( L X W X H )                                                         Machine Size:              about 10000x1000x1400mm ( L X W X H )          

PLC:                      PANASONIC OR MITSUBISH Brand                                                                 PLC:                       PANASONIC OR MITSUBISH Brand         
Decoiler:                 Manual or Automatic Type                                                                            Decoiler:                   Manual or Automatic Type                        
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TW-PDP  Portable Downpipe Forming Machine                                         TW-PGM  Portable Gutter Forming Machine 

 

                                                        

 
 

Main Technical Specifications                                                             Main Technical Specifications  

 
 

Material Thickness:         0.4-0.8mm                                                                                          Material Thickness:         0.4-0.8mm                     
Main Power:                5.5KW                                                                                           Main Power:                5.5KW                             
Material:                    Galvanised Coil                                                                                                                                                    Material:                    Galvanized Steel         
Diameter of Axis:          ¢ 75mm ( depend on profile )                                                                         Diameter of Axis:           ¢ 75mm ( depend on profile )     
Material Width:             Depend On Profile                                                                                Material Width:             Depend On Profile              
Cutting Blade:             Cr12Mov                                                                                          Cutting Blade:               Cr12Mov                         
Forming Speed:            0-15m/min                                                                                       Forming Speed:            0-15m/min                     
Cutting Type:              Hydraulic Cutting                                                                                  Cutting Type:               Hydraulic cutting                 
Forming Station:           16 Steps                                                                                          Forming Station:           16 Steps                    
Cutting Power:             5.5 KW                                                                                            Cutting Power:             5.5 KW                            
Machine Weight:          about 8 Ton                                                                                        Machine Weight:          about 8 Ton  
Machine Size:            about 10000x1000x1400mm ( L X W X H )                                                         Machine Size:              about 10000x1000x1400mm ( L X W X H )          

PLC:                      PANASONIC OR MITSUBISH Brand                                                                 PLC:                       PANASONIC OR MITSUBISH Brand         
Decoiler:                 Manual or Automatic Type                                                                            Decoiler:                   Manual or Automatic Type                        
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TW-KS  K Span Roll Forming Machine                                                   TW-LM  Metal Angle Roll Forming Machine 

 

                           
 
 
 

Main Technical Specifications                                                             Main Technical Specifications  

 
 

Material Thickness:         0.8-1.5mm                                                                                          Material Thickness:         2-4mm                     
Main Power:                7.5KW                                                                                           Main Power:                7.5KW                             
Material:                    Galvanised Coil, PPGI                                                                                                                                        Material:                    Galvanized Steel, Cabon Steel, Q235         
Diameter of Axis:          ¢ 75mm ( depend on profile )                                                                         Diameter of Axis:           ¢ 75mm ( depend on profile )     
Material Width:             Depend On Profile                                                                                Material Width:             Depend On Profile              
Cutting Blade:             Cr12Mov                                                                                          Cutting Blade:               Cr12Mov                         
Forming Speed:            0-15m/min                                                                                       Forming Speed:            0-15m/min                     
Cutting Type:              Hydraulic Cutting                                                                                  Cutting Type:               Hydraulic cutting                 
Forming Station:           16 Steps                                                                                          Forming Station:           8 Steps                    
Cutting Power:             4 KW                                                                                              Cutting Power:             5.5 KW                            
Machine Weight:          about 13 Ton                                                                                      Machine Weight:           about 4 Ton  
Machine Size:            about 9000x2200x2300mm ( L X W X H )                                                          Machine Size:              about 6000x900x1300mm ( L X W X H )          

PLC:                      PANASONIC OR MITSUBISH Brand                                                                 PLC:                       PANASONIC OR MITSUBISH Brand         
Decoiler:                 Manual or Automatic Type                                                                            Decoiler:                   Manual or Automatic Type                        
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TW-DF  Door Frame Roll Forming Machine                                                   TW-RD  Roller Shutter Door Roll Forming Machine 

 

                                       
 
 
 

Main Technical Specifications                                                             Main Technical Specifications  

 
 

Material Thickness:         0.8-1.2mm                                                                                          Material Thickness:         0.8-1.5mm  or 2.5mm                    
Main Power:                7.5KW                                                                                           Main Power:                5.5KW / 7.5KW                            
Material:                   Galvanised Coil, Carbon Steel                                                                                                                          Material:                    Galvanized Steel, Cabon Steel        
Diameter of Axis:          ¢ 75mm ( depend on profile )                                                                         Diameter of Axis:           ¢ 75mm ( depend on profile )     
Material Width:             Depend On Profile                                                                                Material Width:             Depend On Profile              
Cutting Blade:              Cr12Mov                                                                                         Cutting Blade:               Cr12Mov                         
Forming Speed:            0-15m/min                                                                                       Forming Speed:            0-15m/min                     
Cutting Type:              Hydraulic Cutting                                                                                  Cutting Type:               Hydraulic cutting                 
Forming Station:           16-18 Steps                                                                                      Forming Station:           15 or 16 Steps                    
Cutting Power:             4 KW                                                                                             Cutting Power:              5.5 KW                            
Machine Weight:          about 10 Ton                                                                                      Machine Weight:            about 5 / 6 Ton  
Machine Size:            about 10000x1200x1300mm ( L X W X H )                                                         Machine Size:              about 10000x1200x1300mm ( L X W X H )          

PLC:                      PANASONIC OR MITSUBISH Brand                                                                 PLC:                        PANASONIC OR MITSUBISH Brand         
Decoiler:                 Manual or Automatic Type                                                                            Decoiler:                   Manual or Automatic Type                        
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TW-RDT  Rolling Door Track Roll Forming Machine                                     TW-UC  U Channel Roll Forming Machine 

 

                            
 
 
 

Main Technical Specifications                                                             Main Technical Specifications  

 
 

Material Thickness:         1.5-2.0mm                                                                                          Material Thickness:         0.8-1.5mm  or 2.0-3.0mm                    
Main Power:                7.5KW                                                                                           Main Power:                5.5KW / 11KW                            
Material:                   Galvanised Coil, Carbon Steel                                                                                                                          Material:                    Galvanized Steel, Cabon Steel        
Diameter of Axis:          ¢ 75mm ( depend on profile )                                                                         Diameter of Axis:           ¢ 75mm ( depend on profile )     
Material Width:             Depend On Profile                                                                                Material Width:             Depend On Profile              
Cutting Blade:              Cr12Mov                                                                                         Cutting Blade:               Cr12Mov                         
Forming Speed:            0-15m/min                                                                                       Forming Speed:            0-15m/min                     
Cutting Type:              Hydraulic Cutting                                                                                  Cutting Type:               Hydraulic cutting                 
Forming Station:           14 Steps                                                                                          Forming Station:           12 Steps                    
Cutting Power:             4 KW                                                                                              Cutting Power:              3 KW / 5.5 KW                            
Machine Weight:          about 6 Ton                                                                                        Machine Weight:            about 5 / 7 Ton  
Machine Size:            about 10000x1000x1300mm ( L X W X H )                                                         Machine Size:              about 7000x1000x1300mm ( L X W X H )          

PLC:                      PANASONIC OR MITSUBISH Brand                                                                 PLC:                        PANASONIC OR MITSUBISH Brand         
Decoiler:                 Manual or Automatic Type                                                                            Decoiler:                   Manual or Automatic Type                        
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TW-RSM  Storage Rack / Shelf Roll Forming Machine                                  TW-CT  Cable Tray Roll Forming Machine 

 

                                                           
 
 
 

Main Technical Specifications                                                             Main Technical Specifications  

 
 

Material Thickness:         1.8-2.5mm                                                                                          Material Thickness:         1.5-2.0mm                    
Main Power:                15KW                                                                                            Main Power:                7.5KW                            
Material:                   Galvanised Coil, Carbon Steel                                                                                                                          Material:                    Galvanized Steel, Cabon Steel        
Diameter of Axis:          ¢ 75mm ( depend on profile )                                                                         Diameter of Axis:           ¢ 75mm ( depend on profile )     
Material Width:             Depend On Profile                                                                                Material Width:             Depend On Profile              
Cutting Blade:              Cr12Mov                                                                                         Cutting Blade:               Cr12Mov                         
Forming Speed:            0-10m/min                                                                                       Forming Speed:            0-10m/min                     
Cutting Type:              Hydraulic Cutting                                                                                  Cutting Type:               Hydraulic cutting                 
Forming Station:           18 Steps                                                                                          Forming Station:           14 Steps                    
Cutting Power:             7.5 KW                                                                                            Cutting Power:              4 KW                            
Machine Weight:          about 13 Ton                                                                                       Machine Weight:            about 10 Ton  
Machine Size:            about 13500x1200x1300mm ( L X W X H )                                                         Machine Size:              about 10500x1200x1300mm ( L X W X H )          

PLC:                      PANASONIC OR MITSUBISH Brand                                                                 PLC:                        PANASONIC OR MITSUBISH Brand         
Decoiler:                 Manual or Automatic Type                                                                            Decoiler:                   Manual or Automatic Type                        
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TW-GCM  Gearbox C Channel Roll Forming Machine                                    TW-PRS  PU Foam Roller Shutter Door Roll Forming Machine 

 

                                                         

 
 
 

Main Technical Specifications                                                             Main Technical Specifications  

 
 
 

Material Thickness:         2.0-4.0mm                                                                                          Material Thickness:         0.5-1.0mm                    
Main Power:                22KW                                                                                            Main Power:                7.5KW                            
Material:                   Galvanised Coil, Carbon Steel                                                                                                                          Material:                    Galvanized Steel, Color Steel       
Diameter of Axis:          ¢ 90mm ( depend on profile )                                                                         Diameter of Axis:           ¢ 75mm ( depend on profile )     
Material Width:             Depend On Profile                                                                                Material Width:             Depend On Profile              
Cutting Blade:              Cr12Mov                                                                                         Cutting Blade:               Cr12Mov                         
Forming Speed:            0-15m/min                                                                                       Forming Speed:            0-10m/min                     
Cutting Type:              Hydraulic Cutting                                                                                  PU Injection Machine:      1 Set                 
Forming Station:           14 Steps                                                                                          Forming Station:           20-30 Steps                    
Cutting Power:             7.5 KW                                                                                            Cutting Power:              3 KW                            
Machine Weight:          about 13 Ton                                                                                       Machine Weight:            about 13 Ton  
Machine Size:            about 9500x2300x1300mm ( L X W X H )                                                          Machine Size:               about 16000x900x1200mm ( L X W X H )          

PLC:                      PANASONIC OR MITSUBISH Brand                                                                 PLC:                       PANASONIC OR MITSUBISH Brand         
Decoiler:                 Manual or Automatic Type                                                                            Decoiler:                   Manual or Automatic Type                        
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TW-EPS  EPS Sandwich Panel Machine                                                  TW-RWP  Rock Wool Sandwich Panel Machine Line 

 

     
 
 
 
 
 
 

Main Technical Specifications                                                             Main Technical Specifications  

 
 
 

Panel Thickness:            50-250mm                                                                                          Panel Thickness:            50-250mm                                       
Core Material:              EPS Foam                                                                                                                                                               Core Material:              Rock Wool Foam       
Total Power:               about 30KW                                                                                           Total Power:               about 45KW     
Material Width:             Depend On Profile                                                                                Material Width:             Depend On Profile                                    
Forming Speed:            0-4.5m/min                                                                                      Forming Speed:            0-5m/min                     
Machine Weight:          about 18 Ton                                                                                      Machine Weight:            about 23 Ton  
Machine Size:            about 45000x3000x2800mm ( L X W X H )                                                         Laminating Machine Size:   about 15000x2200x2800mm ( L X W X H )          

Power Supply:            AC380/50-60Hz                                                                                   Power Supply:               AC380/50-60Hz         
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TW-PU  Double Belt PU Sandwich Panel Line (Caterpillar Type )                     TW-RPU  Rubber Belt PU Sandwich Panel Line 

 

      

 
 
 
 
 
 

Main Technical Specifications                                                             Main Technical Specifications  

 
Panel Thickness:                     30-150mm                                                                            Panel Thickness:            30-150mm                                       
Panel Length:                        To be custom-made                                                                                                                       Panel Length:              Custom-made       
Temperature of Hot-Air Circulation:  Max. 70℃                                                                                  Total Power:               about 85KW     
Double Belt Laminator:              24 meters length                                                                      Lamelator Belt:             Rubber material                                    
Forming Speed:                     0-8 m/min                                                                             Forming Speed:            0-6m/min                     
Diamension of Line:                about 97000x7000x3800mm ( LXWXH )                                                Diamention of Line:        about 90000x7000x3000mm ( LXWXH ) 
Total Power of Line:                about 220KW                                                                           PU Foaming Machine:       Hi-pressure Type         

Power of Hot-air Furnace :         200000 kcal                                                                             Power Supply:               AC380/50-60Hz         
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TW-SL  Slitting Machine                                                                  TW-CTL  Cut To Length Line  

 

                                       
 
 
 

Main Technical Specifications                                                             Main Technical Specifications  
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TW-EM  Coil Embossing Machine Line                                                   TW-WEM  Wood Panel Embossing Machine 

 

                              

 
 
 

Main Technical Specifications                                                             Main Technical Specifications  

 
 

Material:                    Aluminium, Color Steel, G.I Coil                                                                    Pattern Carved Depth:                  0.4-0.7mm                    
Main Power:                11KW                                                                                              Main Power:                             5 KW                            
Material Thickness:         Aluminium – 0.2-0.7mm; Steel – 0.2-0.5mm                                                                                                 Spacer of Embossing Rollers:            50-60mm         
Material Width:             Depend On Customer                                                                               Embossing Speed:                       0-12m/min              
Embossing Roller:          42Cr Mo                                                                                            Roller Material:                           45#40C2                      
Forming Speed:            0-20m/min                                                                                         Roller Diameter:                          ¢ 400mm                    
Roller Diameter:           ¢ 400-500mm                                                                                       Embossing Pattern:                       Custom                              
Embossing Pattern:        Stucco / Diamond / Wood Grain / Custom Pattern                                                   Embossing Roller Heating Power:          9 KW                            
Machine Weight:          about 18 Ton                                                                                        Machine Weight:                          about 3.8 Ton  
Machine Size:            about 10000x4000x1850mm ( L X W X H )                                                           Machine Size:      about 3000x3500x1850mm ( L X W X H )          

Voltage:                  380v, 3 Phase, 50Hz ( at buyer’s requirement )                                                      Voltage:           380V, 3 Phase, 50Hz ( at buyer’s requirement )                    
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TW-3BM  3 RollerS Bending Machine                                                    TW-RC  Crimped Curving Machine 

 

                  

 
 
 
 

Main Technical Specifications                                                             Main Technical Specifications  

 
 
 
 

Material Thickness:         1.25mm                                                                                            Material Thickness:                   0.3-0.7mm                     
Material Width:             Depend on profile                                                                                  Main Power:                          0.85KW 
Curving Speed:            0-10m/min                                                                                          Pressing Blades:                      Cr12 Mov                  
Axis Diameter:             ¢ 120mm                                                                                           Working Speed:                      0-10m/min                              
Main Power:                11 KW                                                                                              Minimum Curving Angle:              70 Degree                          
Machine Weight:           about 2 Ton                                                                                         Machine Weight:                       about 3.8 Ton  
Control System:            PLC                                                                                                PLC:                       PANASONIC OR MITSUBISH Brand         
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Other Roll Forming Machines 
 

                                      
 

Special Gutter Roll Forming Machine for Green House                                                      H Profile Roll Forming Machine 
 

                                    
  

                         Side by Side Roll Forming Machine                                                                    Two in One Roll Forming Machine 
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                         Three in One Roll Forming Machine                                                                  C/U/Hat Channel Roll Forming Machine 
  

                                                    
 

                       Light Weight Steel Roll Forming Machine                                                                    Special Shape Roll Forming Machine 
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Auxiliary     Machines 
 

                         
 

                                 Auto Stacker                                                                                          Auto Packing Machine 

                         

                        

                               10 Ton Hydraulic Decoiler with Coil Car                                                             8 Ton Hydraulic Decoiler                                
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                                      5 Ton Hydraulic Decoiler                                                                           3 Ton Manual Decoiler  
 

 
 

                                       5 Ton Manual Decoiler                                          


