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Brief Introduction

Xi' an AMCO Machine Tools Co., Ltd is a professional company who are specialized in
producing, researching, developing and supplying all kinds of Machines and equipments.
The products concern include five series, they are Metal Spinning series, Punch and

Press series, Shear and Bending series, Circle rolling series, Other special Forming series.

With several year experience in this field, AMCO machine tools has gained a deeply
understanding of the quality of the machine in famous domestic manufacture, it help us to
supply the most proper machine according to customer different requirements.

We had passed |SO9001 quality control certificates. All products are produced
according to exponing standard and conform to the inspection standard of exported
product of the People rapunlrc of China. And some products has passed CE certificate

Every batch of _products must go through the strictly testing and inspecting before
leaving, and we ‘can ~supply the relative report or certificate accardlng to customer

-requirements like CE certiﬂcate 'SGS, SONCAP etc.

: Wth our experlenced Hasearch and Develop depanment we can design and produce
lhe special rnachtne accordlng ‘to_customer individual requirements, improve machine

' _quallty to sahsfy the demand of customer and market.

~ With Expenenced sa!es team we ‘can offer you qupckly. exactly and completely
response, ' % Tl

~ Upto 'now. we had eétabfish a good busine'ss cooperation relations with over 30
'countrles in the world, and got high appremmed from customers about our products

uallty and service, 2
“With our unremlnlng ef'fort. we are confldent in astabhshmg a Fong term— mutual

“._ cooperation reiatfunship G ;,_
. AMCO always ready to serve you by our professwonal and efficient actlon Hope to':_

cooperate wzth you and achieva common davelopment

@ CNC Spinning Series | ' :

Heavy Duty CNC Metal Spinning Machine e : 1-3

CNC Metal Spinning Machine(Dual Spmnm;;, lcchnology) 4

Dished-head Spinning Machine s 5
@®Punch andPress Series

CNC Turret Punching Machine

Mechanic Press Maching-—---eesemmcmeemeeo sl ais

Hydraulic Press
@Shear and Bending Series _
CNC Hydraulic Swing Beam Shear Machine =-=-18

CNC Hydraulic Guillotine Machine 19
CNC Hydraulic Bending Machine 20
CNC Hydraulic Press Brake 21-22
Hydraulic Swing Beam Shear 23-26
Hydraulic Guillotine Shear 27-30
Hydraulic Mechanic Shear 31-32
Hydraulic Press Brak 33-36
Hydraulic Iron Worker: 37-40
Circular Shear Machine 41
Hydraulic Notching Machine 42
@Circle Rolling Series

Pipe Bending Machine 43-44
Profile Bending Machine 45
Upper Roller Multi-Funetion 3-Roller Rolling Machine 46
Arc Down-Adjusting 3-Roller Rolling Machine 7
Electric Symmetrical 3 roller bending machine 48
Asymmetrical 3 roller bending machine 49
@ Other Special Forming series

Steel Tile Roof Forming Machine 50-51

Metal Craft Machine 52-53
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Heavy Duty CNC Metal Spinning Machine

Feature

Heavy Duty CNC Metal Spinning Machine

Spinning is a typical representative of non—cutting machine. [t is the techniques that give force to the material through rotation,
thus, press the material from point by point to line to a specific shape. In the world, most drawing products are made by spinning,
because it can save the cost for materials and molds, and the products have the advantages of smooth surface and compact
molecules construction. Easy form complex curves, and the CNC spinning is the latest spinning technology.

SPG800 and SPG1200 CNC Spinning Machine Features:

The equipment with high precision, thus the spinning products can have high quality surface. Mainly used in hardware, fans,
military, electric power, instruments, construction machinery and other manufacturing industries. The representative products are
the outlet and the front plate for centrifugal fan, the concrete missing tank, the air compressor tank head, the shield for high
voltage electricity, the nose cones for missile, the exhaust pipe and gear hub for cars, and others like the filter housings, lamp
shade timpani, beach wheel hubs, etc. the equipment can fulfill the trimming, flanging, curing, necking, turning and rolling in one
process. At the same time, the equir it can easily operate for the samples and production with the help of our specialized
spinning software.

SPG1600 and SPG2000 CNC Spinning Machine Features:

The equipment with high precision and strong thrust. Widely used in hardware, fans, military, electric power, construction
machinery and other manufacturing industries. The representative products are : the winding plate for traveling crane, the outlet
and the front plate for large fans, the blast cap for large outdoor fans, the large concrete missing tank, the large air compressor
tank head, etc. the equipment can fulfill the trimming, flanging, curling, necking, turning and rolling in one process. At the same
time, the equipment can easily operated for the samples and production with the help of our specialized spinning software.

Specification
Meodel
Di for Raw Material

Thickness:Max. Carbon-Steel

Aluminum
Stainless Steel
Spinning Material:
Control Software:
Feed Device:
Main Spindle:
Main Spindle power
Tailstock:
Slider:

Technical Parameter:

X Axial Displacement

Z Axial Displacement

X, Zspeed

Pushing force for X&Z Axis
Axial Positioning Accuracy
Repeat Accuracy

Toll Turret

Hydraulic Station Power
Machine weight

Machine overall size

8mm 12mm
2.5mm 3mm
Aluminum, Copper, Carbon-Steel, etc.
SIEMENS 802D CNC
SIEMENS Servo—Motor:
SIEMENS 440 Series Frequency Converter, Frequency Mator
18.5kW 30kW

Hydraulic cylinder controlled stretch and withdraw, Travel: 500mm

WWw.amco-mt.COM.CN s ACHINE-TOOLS

Heavy Duty CNC Spinning Machine

Linear Slide + Ball Screw ( ABBA )

Max300-600mm
Max400-600mm
MaxBm/min
BOKN 100kN
0.01mm
0.01mm
8 tools electrical CNC turret
5.5kW
3700kg 8000kg
3800x1650x1700mm 4000x1850x1800mm

Copper spinning pipe

XI'AN AMCO MACHINE TOOLS CO.LTD 2
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CNC Metal Spinning Machine( Dual wheel spinning technology)

Heavy Duty CNC Spinning Machine

A

Specification

SPG300D

! Max Blank Diameter 300mm
i ~ Machine center height 1150mm
Specification Machine center distance 1100mm
Model SPG1600 SPG2000 Tailstock travel 300mm
Diameter for Raw Material; Max<d>1600 Max 2000 Pushing force of tailstock cylinder 2000kG
Thickness: Max. Carbon-Steel Smm 6mm X Axial Displacement 400mm
Aluminum 15mm 17mm X Axial speed Sm/min
Stainless Steel 3.5mm 4mm Pushing force of X axial 30kN Feature
Spinning Material: Aluminum, Copper, Carbon-Steel, efc. Z Axial Displacement 150mm This series machine mainly used for spinning the revalving
Control Software: SIEMENS 802D CNG Pushing force of Z axial 30kN part, can spin the Carbon steel, Aluminum alloy, stainless
Feed Device: SIEMENS Servo-Motor: Z Axial speed 8m/min steel, etc material, and widely used in the production filed of
Main Spindle: SIEMENS 440 Series Frequency Converter, Variable Frequency Motor Main motor power 15kW hardware, automobile, fans, military, construction machinery,
Main Spindle power Ll 55kW :"'[“f"""“" ‘m;”“"" etc. It had completely changed the defects of high mould
Tallstock: Stisiotyand withdraw,Tradet. 500 O on hor ey = il cost, long term and low efficiency during the stretch
Slider: Linear Slide + Ball Screw ( ABBA ) \folllhl '9.” psitiosl accitasy, o a.PH v processing, with the characteristics of low cost, fast
Technical Parameter: = —— s T upgrading and updating. The machine adopts horizontal-dual
Y eil\rl ﬁm'm“c ek 180itres wheel spinning, which is suitable for spin the pipe with the
X Axial Displacement Max300-600mm i Lubrioation g strengthen pushing force. Two spinning wheels can works
:A':" Displacement Ma;mt:mm simultaneously or individually.
. Zspeed min . .
Pushing force for X8 Axis 100kN 130kN Equipment: = )
Active dual spinning wheel design, suitable for the thi
Axial Positioning Accuracy 0.01mm CNC control system 802D(SIEMENS) spln\:ngu: nds:hn:p?r?g D, e B
Repeat Accuracy 0.01mm Feed Device: SIEMENS Servo-Motor: :
Toll Turret 4 tools electrical CNC turret Main spindle driver: 15kW freq y motor+ freq y inverter Completsly; spinhing | CAD, | wWhich [cevelcped fcing o
Hydraulic Station Power 5.5kW Control panel Koy type international advance technology, can help you to program
Machine weight 8200kg 10500kg Overall size 3500L*2000W*1700H the parts programmer, more convenient and efficient.
Machine overall size 5200x2000x1850mm 5500x4000x2500mm Machine net weight 4000kg

3 XI'AN AMCO MACHINE TOOLS CO, LTD
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Spinning Machine

Feature

This CNC Spinning Machine is specially developed for the
spinning for 2-leaves or 3-leaves wheel hubs.

The machine has the advantages of high precision, large
thrust, the products with close dual spindles, the raw
materials can be steel sheet or cylinder.

On your requests, it can process the hemming, trimming,
turning, etc as well.

The machine adopted the Siemens control system and can
our specially developed software for programming and to
develop new products.

Specification

Process: CNC Spinning

Diameter for raw material: SIEMENS CNC

Feed device: SIEMENS Servo-motor
Spindle: SIEMENS Frequency converter
Tailstock: Hydraulic Cylinder ; Stoke 700mm
Slider: Linear slider + ball screw

X axle stroke: Max 450mm

Z axle stroke: Max 700mm

Distance between Centers: 1000mm

Feed speed: Max 6m/min

Pushing force for X/Z axle 100kN

Repeat accuracy: 0.02mm

Spindle speed: 100-1000rpm

Tool Turret: 4 tools

Hydraulic power: 5.5kW

Approx. weight: 7500kg

CNC Software: Spinning CAD

5 XI'AN AMCO MACHINE TOOLS CO.,LTD
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Dished-Head Spinning Machine

Feature

1. This machine is an completely electric dome head spinning
machine and produced based on summary the domestic and
international spinning equipment design and process
debugging experience.

2. It adopts the advance PLC program input technology, the
micro electronics technology, all of which feature good in high
automaticity, high efficient,convenient using, stable operation,
reliable performance.

3. The mator controlling roller adopts YASKAWA servo motor,
which characters high running accuracy, large start torgue,
stable operation and strong overload capacity. Therefore, not
only has improved efficiency but also has guaranteed the
stable spinning quality in mass production.

DSP4000

Specification
Model DSP4000
1500mm—4000mm

Dimension of Tank Head (can be enlarge according
to customer requirements)

The max. Spinning Height 550mm

Applicable Shapes round

Applicable Thickness 5mm-12mm

Motor voltage AC380W 50HZ

Motor power 60KW

Net weight 15t

20

5 XI'AN AMCO MACHINE TOOLS CO.,LTD
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CNC Turret Punching Machine

Feature

CNC turret punching machines adopt C-shaped double machine frame (patent No.ZL 01 2 63310.0) and O-shaped seal-type
machine body. The machines, as a whole, go through tempering treatment for completely removing the stress. Among them,
TPMM series adopt mechanical main drive, and are marked with simple structure and convenient maintenance with the
SIEMENS 802D adopted as the digital control system; TPM series adopt hydraulic main drive with H+L hydraulic system
imported from Germany and characterized with high stability and reliability and low energy consumption (11kw only ).TPM also
adopt FANUC oip or SIEMENS 840D as the numerical control system, long bushing type turret(patent No.ZL 02 218211.X),
split-type worm structure for the rotational working position, pneumatic and electrical components meeting international
standards, imported steep—lead ball screws, linear guide rail, operating platform with fine hair bruch, automatic concentrated
lubricating system and optional automatic floating—type clamps.

32 TR ASHE
32 station tooling layout

@ Turret layout(Rotation station: C--Optional)

Station types 32 station Dimension range
16 ®3~ 912.7mm

B 12 @127 ~ ©31.75mm

Cc 2 @31.75 ~ ®50.8mm

D 2 ©50.8 ~ ©®8B.9mm

XI'AN AMCO MACHINE TOOLS CO.LTD 6
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CNC Turret Punching Machine

7

@ Controlling system e

The machine uses the first class Japanese FANUC OiP or 45 ¥  OEEEEEE

German SIEMENS 802D/840D control system and servo uint, e e =
[ a0 ae

and both Chinese and English versions are available. The
control system is of remote diagnosis function and self
diagnosis function. It is of 10.4"color TFT display.

— —

9 AC servo motor

The machine uses digital AC servo motors which are of high
dynamic characteristics,and the acceleration speed can be of 1.2g,
and it can neglect the clearing of the carbon brushes for a long term
accuracy and reliability.

9 Long bushed construction
(Patented No 21022 18211.X)

Nodular cast iron sleeve of good abradability is fixed with precision
tooling guide for a long life. The sleeve and die can be changed
easily and quickly.

# Tooling

The tooling is of thick turret series,with a high surface hardness,
anti-abrasion ability and good guidance.

@ Clamp

The floating clamp is of upper—lower floating construction to
reduce the torsion of the material.lt can work even when it is
near the clamp.The clamp integrated with the working table
is of dovetail connection for easy movement and high
precision .

@ High rigidity dual frame construction
(Patented No. ZLO1 2 63310.0)

The MP series CNC turret punch takes dual frame construction

with the rigid main frame constructed with rigid side frame.The

tooling Is fixed with the sideframe and is always perpendicular

to the workpiece,and it can extend the longevity of the tooing.

XI'AN AMCO MACHINE TOOLS CO.,LTD
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CNC Turret Punching Machine

@ Reliable hydraulic system

The machine uses German H+L hydraulic
system which Is compact,reliable and
noise-low and Is of automatic hydraulic
overload protection with low power
consumption and simple ail cooling device.
The machine can be convertible with
mechanical drive or hydraulic drive.

@ Self-rotation station(Patented)

The 2 auto-indexing stations are of worm and wheel
construction and are controlled by CNC control system and
the rotation can be made freely for a bigger working

range, less toolings and working time.

@ Hydraulic unit

H-+L provides reliability to the machine.

@ Stainless steel worktable

The working table with brush and steel balls ensures the
safety and reduces the noise , and to reduce the scratches
on the workpiece surface.

by this unit, which is to avoid manual
neglecting maintenance and to extend
the longevity of tha cpmponents.

XI'AN AMCO MACHINE TOOLS CO.,LTD

Hydraulic system imported from Germany

& Central lubrication unit

The guideways, ballscrews, bearing and
other moving components are |ubricated
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CNC Turret Punching Machine

@ Various working graphs(with spe

Drawing input
Specification

Description
Nominal force

Workpiece dimension

Max. loading
Max.workpiece moving speed
Max workpiece thickness
Max.punching diameter
Station number

Working accuracy
Punching frequency
Frame construction (dual)
Repetitive precision
Throad depth

Turret rotary speed
Clamp

Controlling axes

Indexing station:Maxpunching diameter

Air pressure

Machine weight

Machine overall
dimensions (L x W x H)

Remark:1250 x 2500 is the standard Configwration.

Automatically

Tools matched automatically

Type

kN

mm
kg
m/min
mm
mm

mm
hpm

mm
r/min

mm
MPa
ton

mm

9 XI'AN AMCO MACHINE TOOLS CO,,LTD

cial toolings)

TPMM30
(Mechanical)
300 300
1250 1250
x 2500 x 2500
156 156
106 106
6.35 6.35
®88.9 @88.9
32/%24  32/%24
+0.1 +0.1
300 300
Open type
0.02 0.02
1275 1275
30 30
4/%3 4/3%3
®50.8 ®50.8
0.55 0.55
14 145
5340 5340
x 2700 x4200
x 2150 x2150

TPM30 TPM40
(Hydraulic) {Hydraulic)
300 300 400 400
1250 1250 1250 1250
x 2500 x 4000 x 2500 x 4000
156 156 156 156
106 106 106 106
6.35 6.35 6.35 6.35
$88.9 ©88.9 $88.9 ©88.9
32/3%24  32/%24  32/3%24  32/3%24
0.1 +0.1 +0.1 =0.1
600/3%450/900 450 450

Close type
0.02 0.02 0.02 0.02
1275 1275 1275 1275
30 30 30 30
Pneumatic
4/3%3 4/3%3 4/3%3 4/%3
d50.8 ®50.80 $50.8 ®50.8
0.55 0.55 0.55 0.55
19.5 20 20 21
5400 5400 5400 5400
x 2700 x 4200 x 2700 x 4200
x 2200 x 2200 x 2200 x 2200

9 Quality pneumatic parts

The imported pneumatic parts ensure
the reliability of the machine.

€ Imported automatic programming

Software (Optional)
This software can automatically choose the
tools according to the CAD drawing, and can
automatically realize the over stroke and dead
zone and avoid the punched holes.

TPM50
(Hydraulic)
500 500
1250 1250
x 2500 x 4000
235 235
106 106
8 8
©88.9 ®88.9
32/%24  32/3%24
0.1 +0.1
300 300
0.02 0.02
1275 1275
30 30
4/3%3 4/3%3
»50.8 $50.8
0.55 0.55
22 23
5400 5400
x 2700 x 4200
x 2200 x 2200

(Can produce the special size of worktable according to customer requirement)
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J23 Series General Open Type Inclinable Press

J23-25A

eature '
1. Adopts horizontally placed crankshaft. JC23-63
2. Stroke adjustment device mounted on crankshaft( Model D)
3. Rigid rotate bond clutch.
4. Manual shut height adjustment with scale display.
5. The type with “A” equipped with emergency stop device, which could make the = ;
slide stopat0° ~135° area and equipped with light curtain protector as well JD23-80A
Specification
Model JC23-6.3 J23-10B J23-16B J23-25A J23-40A JC23-63A  J23-80A
JC23-6.3D J23-10D J23-16D J23-25D JG23-40D JC23-63D J23-80D
Nominal force kN 63 100 160 250 400 630 800
Stroke under Model D mm 2 2 2 2.5 4 4 5
nominal force Economic mm 3 4 5 5 6 8 9
Model D mm 0-40 0-60 0-70 0-80 20-120 20-120 10-130
T S Economic MM 35 60 70 80 120 120 130
Number of stroke min”’ 170 145 125 60 55 50 45
Max die set height Model D mm 105 130 170 180 220 260 280
Economic mm 110 130 170 180 220 260 270
Die set height adjustment mm 20 35 30 45 70 80 80
Distance from slide block centre mm 110 130 170 210 260 260 270
to the frame

Worktable dimensions(F*BxL+R) mm 200x310 240x360 320x480 400x600 480x710 480x710 520x860
D120 % 20 D220x25 D200x45 D200x45

Dimensions of worktable hole mm D60 % 100 D100 D120 % D180 x D180 x D180
Thickness of bolster mm 40 50 60 70 80 90 100
Hole dimensions in bed mm ®140x110 D130x90 D210x160 D180x130 P200x 150 D250x200 D250 x 200
(DiameterxF - BxL - R) »x 160 %180 x 240 x 260 % 300 x 340 % 340

Dimensions of side block bottom

surtace (F+ BxL - R) mm  120x140 150x170 180x200 210x250 270x320 280x320 280x380

15[;7:;::::: ah;:m}ho'e mm  ®30x55 D30x55 P4Ox60 D4Ox70 P50x70 D50x80 PEOX75
Max .tilting angle of body 0 30° 25° 25° 25° 25° 25° 20°
Distance between columns of body mm 150 180 220 260 300 350 410
Motor Type W Y2-90S-6 Y2-00L-6 Y2-100L-6 Y2-100L1-4 Y2-132M1-6 Y2-132M2-6 Y2-160M-6
Power 0.75 1.1 1.5 2.2 4 55 7.5

780x610 915x700 1150x900 1325x990 1600x1180 1810x 1350 1810x 1410
x 1505 x 1690 x 1910 x 2140 %2310 x 2640 x 2790

Net/Gross weight kg 360/510 600/790  1080/1405 1900/2300 3180/3580 4200/4700 5280/5780

QOutline dimension(F - BxL - RxH) mm

XI'AN AMCO MACHINE TOOLS CO.,LTD 10
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JH21 Series Open Back Press With Dry Clutch And
Hydraulic Overload Protector

JH21-160
(CE standard)

JH21-2508

Feature
Normal standard

—- D m e~ oMW =

iy
n

. Welded body with steel plate and high intensity.

. Adapt combined pneumatic friction clutch and brake.

. Cluster gear adopts the flooding oil lubrication.

. Six—face rectangle lengthen guide.

. Equipped with hydraulic overload protecting device.

JH21-25/25B/45 adopts manual shut height adjustment, among these types, JH21-25/45 adopts scale display and

JH21-25B with digital display.

. JH21-63 and above type adopts electric shut height adjustment with digital display.

. JH21-25B, JH21-45 and above type equipped with balance cylinder.

. Duples valves imported from Japan.

0. Electric compelling grease lubrication system.

1. Controlled by PLC with international brand. Button, indicators, AC contactors, air circuit breakers and other
controlling devices are imported from international brand.

. Equipped with optional air cushion device, automatic feed shaft and photoelectric protector, which can used to
work with various automatic equipments.

Approved by CE Standard

WO~ s =

1
1
1

1

. The whole press is authenticated by CE;

. Welded body with steel plate and high intensity.

. Combined pneumatic friction clutch and brake with imported brand.

. Six-face rectangle lengthen guide.

. Equipped with hydraulic overload protecting device. Electric compelling grease lubrication system.

. Equipped with lifting balance cylinder.

. Duplex valves with monitoring system.

. Safety light curtain according to European class four standard.

. Controlled by PLC with international brand.

0. Electrical cabinets, contactors, push buttons and indicators are all from international brand.

1. Equipped with several safety relays which meet European class four standard requirements.

2. Equipped with optional air cushion device, automatic feed shaft device which can used to work with various
automatic equipments

1 XI'AN AMCO MACHINE TOOLS CO.,LTD
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JH21 Series Open Back Press With Dry Clutch And
Hydraulic Overload Protector

|
155980 JH21-25B
Specification
Type JH21-
Desaiption JH1-258 JH21-25 JH21-45 JH21-63 JHZ1-80 JH21-110 JH21-125 RO
Nominal force kN 250 250 450 630 800 1100 630 1600
Stroke under nominal force mm 3 3 4 4 5 6 4 6
Number of stroke mm 60 80 100 120 140 160 120 160
Fixed mm 100 100 80 70 60 70 60 40
Number of stoke Model ‘D"Variable rint g0 120 80120 70-90 60-80 50-70 60-80 50-70 35-50
Max die set height mm 200 250 270 300 320 350 300 350
Die set height adjustment mm 50 50 60 80 80 80 g0 110

Distance from slide block centre
to the f mm 160 210 230 300 300 350 300 380

Worktable dimensions(F - BxL *R) mm 300x680 400x700 440x810 580x500 580 x 1000 680 x 1150 580x 800 740x1300
©170x20 ©180x30 D200x40 D200x40 D260x50 D200x40 D300x50

Dimensions of workiable hole MM 130x260 15 160 x D180 x D180  x D220  x D180 xH2E0
Thickness of bolster mm 70 80 110 110 120 140 110 150
Hole dimensions in bed
ko e mm 200 x270 260 x250 300x300 365 385 D400 D3G5 D470
Dimensions of side block bottom
ool of mds X mm 270 x 330 300 x 360 340 x 410 400 x 480 420 x 560 500 x 650 400 x 480 580x770
fgm:;ﬂ;lm" mm 40 %60 D40x60 D40x60 D50 B0 D50 B0 DEOxB0 D50xB0 DEEXES
Distance between columns of body mm 448 450 550 620 680 760 620 850
Main motor capacity W3 3 55 55 75 1 55 15

o 1150 x 1050 1280 = 1050 1600 = 1200 1800 x 1210 1760 x 1280 2010 x 1400 1800 x 1210 2280x1550
Outiine dimension(F - Bx L+ RxH) mm 00 0™ B T aot00  x5520  x2700 x3040 w2520 xa240

2200 2800/ 4000/ 6100/  BOOO/ 11000/ G100/ 15500/

Net/Gross weight ¥ o500 3250 4500 7000 8200 12200 7000

JH21-
200B

2000
6
200
35

34-40
450
110
380

T60x1400

D300x50
x D260

160
D470

600x800

DESXH0
870
185

2500x1580
x3420

19000/

JH21-
2508

2500

25-35
500
120
420

B0OxX1400

©320x50
xD280

170
370x570

B50x850

D70x00
960
22

27701700
%4060

25300/

17000 20500 27300

XI'AN AMCO MACHINE TOOLS CO.,LTD

JH21-315
3150

25-35

430
120

420
8001400
xP280
170
440x580

D70x20
920
30

2770x 1650
%3550

25500/
28000

12
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JL 21 Series Open Back Fixed Tahle Press Of Adjustable Stroke

Feature JL21-63A

Normal Standard

1. Welded body with steel plate and high intensity
. Combined pneumatic friction clutch and brake
. Slide stroke adjusted by air cylinder

. Eight-face slide guide 3 _‘j‘

. Equipped with hydraulic overload protecting device JL21-110B S—

. Electric compelling oil lubrication system

. JL21-63 and above type adopts electric shut height adjustment with digital display

. Equipped with lifting balance cylinder device

9. Duplex valves imported from Japan

10. Control by PLC with international brand

11. Buttons, indicators, AC contractors , air circuit breakers and other controlling devices are imported from intemational brand

Lo I =T L

12. Equipped with optional air cushion device, automatic feed shaft and photoelectric protector ,which can used to work with

various automatic equipment
Approved by CE standard

. The whole press is authenticated by CE

. Welded body with steel plate and high intensity

. Gear transmission with high intensity

. Slide stroke adjusted by air cylinder

. Combined imported pneumatic friction clutch and brake

. Eight-face slide guide

. Equipped with hydraulic overload protecting device

. Electric compelling oil lubrication system

. Duplex valve s with monitoring system

10. Safety light curtain according to European class four standard

11. Control by PLC with international brand

12, Electrical cabinets, contactors, push buttons and indicators and all from international brand
13, Equipped with several safety relays which meet European class four standard requirements

Wm~mo s WwN -

14. Equipped with optional air cushion device, automatic feed shaft device which can used to work with various automatic

equipments

13 XI'AN AMCO MACHINE TOOLS CO.,LTD

JL21-63(CE standard)

Specification

Description
Nominal force

Stroke under nominal force

Slide block stroke

Number of L

i oot

Max.die set height

Die height adjustment

Depth of throat

Distance between uprights
L-R

Size of table F-B
Thickness

Dimension of worktable hole

Bottomsize L-R
of slide F-B

Diameter
Depth

Hole for

punch shank
L-R
Motor power F-B
Height
Overall dimension

L]

www.amco-mt.com.cn s sacHINE- ma!s

JL 21 Series Open Back Fixed Table Press Of Adjustahle Stroke

JL21-110A ( CE standard)

Ji21-25  JI21-45  JL21-63  JL21-80 JL21-110 JL21-125 JL21-160 JL21-200 JL21-250
250 450 630 800 1100 1250 1600 2000 2500
3 4 4 5 -] [} -] 6 B
10-110 10-120 10-150 10-150 10-160 10-160 16-160 19-180 21-220
100 B0 70 60 50 50 40 as i}
B80-120 70-90 60-80 50-70 40-60 40-60 35-50 30-50 25-40
250 270 300 320 350 350 350 450 500
50 60 80 80 80 80 110 110 120
210 230 300 300 350 350 380 390 420
450 550 620 640 710 760 810 870 860
700 810 900 1000 1150 1150 1300 1400 1400
400 440 580 580 680 680 740 670 800
80 110 110 120 140 140 150 160 170
D170x20 D180x30 D200x40 DP200x40 D260x50 D2E0x50 D260x50 P300S0 D320x50
xP150  xbi60 xb180 xbi80  xb140 xb140  xP260 xP260  xh280
360 600 680 710 810 810 920 820 a70
300 360 400 440 500 500 580 600 650
40 D40 ©50 50 B0 ©B0 85 DES 70
60 60 80 80 B0 80 80 80 90
3 55 75 75 11 1 15 185 22
1460 1600 1680 1750 1850 1850 2250 2500 2730
950 1100 1200 1250 1400 1450 1560 1580 1640
2380 2800 3050 3150 3260 3250 3765 3420 3550
3100 4350 6500 B500 10800 11500 15000 16500 24500

XI'AN AMCO MACHINE TOOLS CO..LTD 14
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JE21 series Economic Open Back Press With Fixed Bed

Feature

Adopts horizontally placed crankshaft.

Combined dry type pneumatic friction clutch and brake.
Manual shut height adjustment with scale display.
JE21-100 and above adopts lifting balance device.

Safety duplex valves.

Control by PLC with international brand

Stroke adjustment device mounted on crankshaft( Model D)

JE21-63
Specification
Type  UE21-16  JE21-25
Description JE21-16D  JE21-25D
Nominal force kN 160 250
Stroke under nominal force mm 2 25
Economic mm 70 60
Slide block strok
ide block stroks || reaelID N el BRGS0 0-80

Number of stroke mir’! 130 100

Max di helaht Economic mm 170 180

axdiesetheloh | Model D mm 170 180

Die set height adjustment mm 45 70
Distance from slide block centre to the frame mm 170 210
Worktable dimensions(F - BxL - R} | mm  320x 480 400 % 600
Dimensions of worktable hole mm $100 D120
Thickness of bolster mm 60 70
Hole dimensi in bed

(Diameter x F - BxL - R) mm 160x160  180x180
e B idepyockbottom  mm  180x200  210x250
Size of the handle hole

(Diameter x Depth) ML D40 x €0 P40x70
Distance between columns of body mm 250 330

Type

Mot
e Power KW 22 3

Outline dimension (F- BxL - RxH)

x 1830 %2210

Net/Gross weight  Economic kg

15 XI'AN AMCO MACHINE TOOLS CO.,LTD

JE21-100

JE21-40 JE21-63 JE21-80 JE21-100 JE21-125
JE21-40C JE21-63D JE21-80D JE21-100D JE21-125D
400 630 800 1000 1250
4 4 5 6 6
100 120 130 140 140
20-120 20-120 10-130 16-140 16-140
70 60 53 40 40
220 300 350 320 320
220 290 330 320 320
80 80 100 100 100
250 300 300 380 380
480x 710 570 x 760 580x 860 710x1100 720x 1200
220 x 25 P200x45 P200x45 P260x50 D260x50
x ®180 x D180 x ©180 x ©220 x ©220
80 90 100 120 120

Steel plate:  Steel plate:

220 x 250 220 x 260

220x220 Case piece: Case piece: 260 x290 260 x 290

$280x220 ©280x220

%320 x 380
270 x 320 280 x 320 280 x 380 420 x 560 420 x 560
D50 70 @50 x 80 DE0x75 @60 x 80 ®60 %80
410 Steel plate:470 Steel plate:450 630 620

4

1050x 1175 1560x 1300 1620x 1450

x 2350

(about)1600 2100/2400  3500/3800

Case piece:320 Case piece:410

Y2-132S-8 Y2-100L2-4 Y2-132M1-6 Y2-132M2-6 Y2-160M-6 Y2-160M-6 Y2-160L-6

55 7.5 7.5 11
1700x 1550 1720x 1630 2200x 1850 2200x 1850
x 2640 %2720 x 3050 x 3050

Steel plate;:  Steel plate:
4500/5000 5470/6070
Case piece: Case piece: 9000/10500 11000/12500
5000/5500 6450/7010
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Portal Frame Power-Operated Hydraulic Press

Features

Widely used for assembling-disassembling, straightening, forming, punching, pressing the parts in
electromechanical line, also used for assembling—disassembling countershaft and semi-shaft in automobile repairing
line, and used for shoveling, punching, riveting the eight-wheel, and it the necessary press machinery in other lines.

MDY200 -

Specification
MDY30
Description
Norminal Force (kN ) 300
Hydraulic Pressure ( MPa ) 25
Work speed ( mm/s ) 5
Motor power (kW ) 15
Tank capacity 55
Adjustment of Worktable (mmxn) 200x4
Weight (kg) 405
A 1310
B 700
C 1885
Size
- D 700
E 1040
F 250
G 320

MDYS50

500
30
4
2.2
556
230x3
550
1440
800
1965
800
1075
250
350

L= (I

ff o O
a

MDY&3

630
30
6.2
4
65
250x3
850
1570
900
2050
900
1015
300
385

MDY80 MDY100 MDY150 MDY200

800
30
49
4
65
280x3
1020
1680
950
2070
1000
1005
300
395

MDYY150
Hydraulic cylinder is moveable

1000
30
7.6
7.5
135
250x3
1380
1435
1000
2210
1060
1040
350
400

1500
30
4.9
7.5
135
300x2
2010
1502
1060
2210
1100
965
350
530

2000
30
3.9
7.5
135
300x2
2480
1635
1100
2210
1150
890
350
550

LI

MDY300

3000
28.5
5.9
(22)
170
300x2
3350
1680
1200
2535
1200
995
350
660

XI'AN AMCO MACHINE TOOLS CO.LTD 16
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Portal Frame Foot & Hand -Operated Hydraulic Press

—

MIY50|
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o o
MSY10A | A | | Sy w—
Specification
Model MSY10A MSY10B MSY20 MSY30 MJY20 MJY30 MJY50
Norminal Force (kiN) 100 100 200 300 200 300 500
Hydraulic Pressure(MPa) 48 48 38 36 38 36 40
Adjust pitch of worktable(mm) 150X3 150X3 180X4 200X4 180X4 200X4 250X3
Net weight (kg) 122 90 180 275 190 285 410
A 630 630 940 1000 880 940 1157
B 500 500 650 700 650 700 800
Cc (1920) 1205 1800 1850 1800 1850 2100
Size (mm) D 430 430 500 600 500 600 700
E 620 620 944 971 944 971 990
F 150 150 150 180 150 180 290
G 180 180 230 280 230 280 320

17 XI'AN AMCO MACHINE TOOLS CO. LTD
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CNC Hydraulic Guillotine Shear

Feature

Cutting angle and cutting length automatically adjustable, automatic adjustment of cutting blades, four cutting
edges for both upper and lower blades to save the costs inn Sharpening; the machine as a whole undergone
tempering treatment; DELEM DAC350 digital cutting system adopted.

ceem @O0
008 i ﬂﬂﬂ
w 1000.00 | nna
[ lalale]

DELEM DAC310 $iS Rz
DELEM DAC310 control system

QC11K-6 x 3200 DELEM DAC2E0 contret sy

The pneumatic back support device

Specification
Qc11K
Mosel 6x3200 6x 4200 8x3200 8 x 4200
Shearing Thickness Commen stes! ) 8 o 8 8
Stainless steel mm 4 4 5 5
Workpiece Width mm 3200 4200 3200 4200
Shearing Angle o 0.5-2.5 05-25 0.5-2.0 0.5-2.0
Backgauge Length mm 1000 1000 1000 1000
Backgauge Speed mm/s 200 200 200 200
Backgauge Accuracy mm +01 +0.1 +0.1 +0.1
Oiltank Capacity L 180 180 180 180
Machine Weight kg 6000 7000 8000 9000
Length 4000 5060 3930 5060
Machine outline
dimension (L x W x H) Width mm 2500 2525 2485 2525
Height 1710 2150 1835 2150

XI'AN AMCO MACHINE TOOLS CO.,LTD

Hn BEDH

Worktable of the front—feeding shear Blade with four cutting edges (For guillotine shear)

18
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CNC Hydraulic Swing Beam Shear

Specification
Model

Shearing Thickness Common sees!
Stainless steel

Workpiece Width

Strokes

Shearing Angle

Backgauge Length

Backgauge Speed

Backgauge Accuracy

Oiltank Capacity

Machine Weight

Machine outline dimension (L x W x H)

19 XI'AN AMCO MACHINE TOOLS CO.,LTD

mm
mm
mm
mm

mm
mm/s
mm
L
kg
mm

QC12K-6 x 3200

Qac12K
6 x 2500 6x3200
6 6
35 35
2500 3200
=20 =18
1° 307 1° 30"
800 800
150 150
+0.15 +0.15
260 350
4800 6580

3130x 1570 x 1600 3840 x 1610 x 1620

Feature

For this series CNC swing
shear, the back gauge is CNC
controlled, the blade
clearance can be adjusted
manually, the moving part
can be lubricated
automatically and the
pneumatic is also optional.
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CNC Hydraulic Folding Machine

Feature

1. Welded steel siructure and vibratory stress relief, so the precision is well maintained.

2. The machine adopts hydraulic driving, with low energy consumption, long use life and easy maintenance.
3. Divided upper die can be used in the production of disk and box. And the max. open height is 110mm.

4, WB62K series :CNC control for bending angle and back gauge. And Its operation is fast and cormrect.

W62K-3x2500

W62Y-3x2500
Specification
Max Max .
Evolving angle Max. lift of Motor Net

Model t?‘?;:ﬂ:fs h:ﬂ::gg of the bending the upper power weight m"}::lﬂr“'

Ghnil o beam (° ) beam (mm) (kW) (kg}
WE2Y-2x2500 2 2500 120 110 22 1980 3400x1140x1450
W62Y-3x2000 3 2000 120 110 4 2500 2900x1640x1650
W62Y-3x2500 3 2500 120 110 4 2750 3400x1640x1850
WB2Y-3x3200 3 3200 120 110 4 3350 4100x1640x1650
W62Y-3x4000 3 4000 120 110 4 6100 4900x1640x1650
W62Y-4x1320 4 1320 120 110 4 1950 2270x1640x1650
W62Y-5x2500 5 2500 120 110 55 3250 3450x1640x1650
W62Y-5x3200 5 3200 120 110 55 3950 4150x1640x1650

XI'AN AMCO MACHINE TOOLS CO.,LTD 20
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CNC Electro-Hydraulic Serve Synchro Press Brake CNC Electro-Hydraulic Servo Synchro Press Brake

Feature

This series machine has two
hydraulic cylinders with electro—
hydraulic servo valve. Deflection can
be compensated by hydraulic vaulted
back-off system. Backgauge
mechanism can control several
backgauge axis. Its frame is welded
with steel plate and is treated with
annealing. Hydraulic system adopts

. ) [}' ' Be

5 & ‘w

integrated control system and Delem Delem Modular hydraulic system from Illustration draw
imported ring seals. It has a beautiful DABSW/DABEW DAS2 control Germany imported special for press brake

and simple contour. CNC system control system from  system imm"

uses DABSW/DAGBW/DAS2 system Holland, 10.4 Holland, 6.4

with Chinese manu made in Delem color display color display

Company of Holland. It can also be == =

equipped with mould fixture SPBlelcatlﬂﬂ

according to customer' s
requirements.

Max.shut Ram stroke Throat gap Worktable

Maodel Nominal force Working length Frame distance height E length H width W

Type kN mm mm mm mm mm mm

WEG7K-63x1500 630 1500 1100 430 200 370 150

WEB7K-63x2500 630 2500 2060 430 200 370 150

WEG7K-100x3200 1000 3200 2700 480 200 400 200

WEG7K-100x4200 1000 4200 3700 480 200 400 200

WEB7K-160x3200 1600 3200 2700 480 200 400 200

WEB7K-160x4200 1600 4200 3700 480 200 400 200

WEBTK-250x3200 2500 3200 2700 480 200 400 200

WEB7K-250x4200 2500 4200 3700 480 200 400 200

WEG7K-300x3000 3000 3000 2500 480 200 400 250

WESG7K-300x4000 3000 4000 3150 480 200 400 250

WEG7K-300x6000 3000 6000 5050 480 200 400 250

The equipment of automatic The high accurate linear encoder is WEBTK-400x4000 4000 4000 3150 480 320 400 250

hydraulic crowning system can equipped with C frame which WEB7K-400x5000 4000 5000 4050 480 320 400 250

compensate the bendir}g tolerance can neglect the bending tolerance WEG7K-400x5000 4000 8000 5050 480 320 400 250

caused by the ram torsion. by the frame torsion.

Model Idie speed  Work speed  Return speed mmuos LShipplng :I"m-nslons" r.:::;:.::

Type mm/min mm/min mm/min mm mm mm mm ton

WEEBTK-63x1600 100 B 100 500 1825 1650 2600 4.6

WEGTK-63x2500 100 8 100 500 2825 1650 2430 5.6

WEETK-100x3200 130 10 125 500 3500 1650 2540 8.0

WEEGTK-100x4200 130 10 125 500 4500 1650 2540 9.5

WEEBTK-160x3200 130 10 125 500 3500 1650 2580 10.0

WEG7K-160x4200 130 10 125 500 4500 1650 2580 12.0

WEB7K-250x3200 110 10 110 500 3500 1730 2580 15.0

WEEBTK-250x4200 110 10 110 500 4500 1730 2580 17.0

The upper tooling easy WEG7K-300x3000 80 8 85 500 3300 1850 2670 20.0

Double-bending tooling Standard bending tooling Double-V die clamping device Is for WR/K-20000 e ’ o 0 9001 1060 1 2070 229

quick tool changing WEEGTK-300x6000 80 8 85 500 6400 2000 2950 30.0

iy : ) - . ) ) ) ) WEG7K-400x4000 80 8 80 500 4300 2100 3100 27.0

STk e i (o ) 1 & ki ey s Tag 6 chahina: MU ek oar also o Insiar, LonEnn 8 D 500 N 00 3 [ TGO 57 0 ) 2.0

WEG7K-400x6000 80 8 80 500 6400 2100 3170 38.0

21  XI'AN AMCO MACHINE TOOLS CO,,LTD XI'AN AMCO MACHINE TOOLS CO, LTD 22
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QC12Y-A Series Hydraulic Swing Beam Shear QC12Y-A Series Hydraulic Swing Beam Shear

Specification

Max.shear Max. Shear Shear Number Back Motor Net Outline dimensions

Model Thickness  Width angle  OfStroke  gauge  capacity  Weight (LXWXH)

(mm) {mm) {mm) Range (kw) (ton) {mm)

V%) ce ' N QC12Y-4X2500A 4 2500 1° 30’ 20 20-480 4 3.8 3130X2030X1600
QC12Y-4X3200A 4 3200 1° 30’ 20 20-600 5.5 5.6 3840X2175X1600
' QC12Y-4X4000A 4 4000 1° 30 18 20-600 65 7.0 4640X2320X1600
o d QC12Y-6X2500A 6 2500 1° 30’ 18 20-600 7.5 52 3130X2320X1600
! QC12Y-6X3200A 6 3200 1° 30’ 16 20-600 7.5 65 3840X2320X1620
I' QC12Y-6X4000A 6 4000 1° 30’ 14 20-600 75 85 4830X2495X1700
—— QC12Y-6X6000A 6 6000 1 80’ 6 20-600 11 16.8 6645X2530X2250
Y O 1.|| I \ e R
[ W‘ S — A QC12Y-8X3200A 8 3200 1° 30’ 12 20-600 11 73 3850X2345X1620
- QC12Y-8X4000A 8 4000 1° 30’ 10 20-600 11 9.6 4630X2495X1700
QC12Y-8X6000A 8 6000 1° a0’ [ 20-800 15 17.6 6650X2845X1700
QC12Y-10X2500A 10 2500 1° 30’ 14 20-600 15 85 3230X2550X1805
QC12Y-10X3200A 10 3200 1° 30’ 12 20-600 15 9.8 3940X2550X1805
QC12Y-10X4000A 10 4000 1° 30’ 10 20-600 15 11.0 4740X2750X1915
QC12Y-10X6000A 10 6000 1° 30’ 6 20-800 185 235 6750X3200X2100
QC12Y-12X2500A 12 2500 1° 30’ 12 20-900 185 9.6 3235X3050X2100
QC12Y—-8x3200A QC12Y-12X3200A 12 3200 1° 30’ 10 20-900 185 12.0 3945X3050X2100
QC12Y-12X4000A 12 4000 1° 30’ 8 20-900 185 14.5 4745X3210X2200
QC12Y-12X6000A 12 6000 1° 30’ 5 20-900 22 295 6745X3430X2300
QC12Y-16X2500A 186 2500 2 12 20-900 22 11.6 3410X3230X2230
QC12Y-16X3200A 186 3200 2 10 20-900 22 14.0 4120X3230X2230
QC12Y-16X4000A 186 4000 2 8 20-900 22 18.0 4920X3330X2700
QC12Y-16X6000A 18 6000 2 6 20-900 a7 43.0 7100X3530X2700
QC12Y-20X2500A 20 2500 2° 30° 10 20-900 a7 17.5 3420X3330X2700
Feature QC12Y-20X3200A 20 3200 2° 30 8 20-900 a7 255 4180X3330X2700
The frame is entirely welded with steel plates, and treated to QC12Y-20X4000A 20 4000 2 30 6 20-900 ar 29.0 4980X34B0X2830
i':g‘zaf{:iigypﬁa;?ggﬁr{im’gg“t‘j;;ﬂ:‘:_- m:’;'o‘:;mgzggam QC12Y-20X6000A 20 6000 2 30’ 4 20-900 75 565 7180X3580X2830
prompt adjustment of the blades gap and value of gap are QC12Y-26X2500A 25 2500 2° 30 8 20-900 45 24.0 3480X3430X2700
ROk Gl e 2 AT SH SR Th choios ot Wi bt oot |l L o Bl L i |l Lt L L il
&ﬁ be operation safety. The display devicas of the backgauge QC12Y-25X4000A 25 4000 2 3 6 20-900 45 395 4980X3580X2800
value and the shearing times are on the front of the machine. QC12Y-32X2500A 32 2500 3 [ 20-900 55 33.0 3760X4405X3150
QC12Y-32X3200A 32 3200 3 6 20-900 55 40.5 4590X4405X3150

23 XI'AN AMCO MACHINE TOOLS CO,,LTD XI'AN AMCO MACHINE TOOLS CO,LTD 24
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QC12Y Series Hydraulic Swing Beam Shear QC12Y Series Hydraulic Swing Beam Shear

Specification
Shearing Shearing stomoyeh Shearing Numberof g oo Motor o i imension Machine
Model Thickness  Width of g:.! atstto Angle(® ) stroke rangimm)  Power {mm) weight

{mm) (mm) ( h::-l (/min) (kw) (ton)

QC12Y-4 x 2000 4 2000 =450 1° 30’ 20 20-500 4 2800x 1500 x 1600 3

QC12Y-4 x 2500 4 2500 =450 1° 30’ 20 20-500 4 3350x 15001600 3.4

QC12Y-4 x 3200 4 3200 =450 1° 30' 18 20-500 5.5 3800x 1700 x 1800 5.1

Qc12Y-4 x 4000 4 4000 =450 1° 30" 12 20-500 5.5 4750 1750 x 1800 7.2
QC12Y-4 x 5000 4 5000 =450 1° 30’ 10 20-800 5.5 5666 1850 x 1850 10.5

QC12Y-6 x 2500 8 2500 =450 1° 30" 18 20-600 7.5 3350 % 1600 x 1650 5.2

QC12Y-6 x 3200 6 3200 =450 1° 30' 16 20-600 7.5  3900x1750x1800 6.7

QCc12Y-6 x 4000 6 4000 =450 1° 30’ 12 20-600 7.5 4750x 1750 x 1900 8.6
QC12Y-6 x 5000 6 5000 =450 1° 30’ 10 20-600 7.5  5690x2000%2100  13.3

QC12Y-8 x 2500 8 2500 =450 1° 30" 14 20-600 7.5  3400x 1850 x 1850 7

QC12Y-8 x 3200 8 3200 =450 1° 30' 10 20-600 1 3900 x 1850 % 1900 8.3

QC12Y-6x3200 Qc12Y-8 x 4000 8 4000 =450 1° 30! 8 20-600 11 4800 1950 x 1900 9.7

Qc12Y-10 x 2000 10 2000 =450 1® 30’ 14 20-600 1 2560x 1850 x 1760 7

QC12Y-10 x 2500 10 2500 =450 1° 30° 12 20-600 11 3400x1900% 1850 7.3

Feature QC12Y-10 % 3200 10 3200 =450 1® 3o’ 10 20-600 1 4000 x 1850 x 1950 8.3
1 Erame welded,vibration to eliminalo stress, high in Hgiiy,stardy and durable Hydraulic dive; QCc12Y-10 x 4000 i0 4000 =450 1° 30" 8 20-600 15 4900x 2100 x 2000 9.85
swing beam,retum of knife beam is smooth and prompt by accumulator or nitrogen cylinder, stead QC12Y-12x 2000 12 2000 =450 2 12 20-600 15 2560x1850x 1760  B.5

2. %l‘lr:“patﬂ:ig: % buass oan be adjusted to ensure the equilibrium of the gap after regrinding. The QC12Y-12x2500) 12 250078 IR <450 2 (0P IR 20 C00 T I 155 (590051 860 X 2000 [ LS8
pa!'labie and prompt adjusted of the blades' gap,the value of gap is indicated by dial positioning QC12Y-12 x 3200 12 3200 =450 20 ] 20-600 18.5 4000 x 1950 x 2000 10.8
3. rsﬂlﬁaizlge the backgauge by motor.The displessly devices used to the backgauge® value and the Qc12y-12x4000 12 4000 =450 z 8 20-800 185  4800x2050x2150  13.2
4. ?‘?1:2"{&?;3'“;? kar:;eogrtg:af:?tg%’ggeang?;%eétepiassIy.conveniently and fast.Preselection of single GCIEv A= 1080 = el SX0 = Z 20990 108 11,6750 £260 x 2470 I 7.8
or continous strokes.Preselection of cutting number and cutting strokes. QCc12Y-16 x 2500 16 2500 =450 2° 8 20-600 18.5  3350x 2000 x 1890 10.6
QC12Y-16 x 3200 16 3200 =450 2° 7 20-800 18.5 4100 x 2100 x 2550 13.2

QC12Y-16 x 4000 16 4000 =450 2 5 20-800 18.5 5000 x 2300 x 2550 17
Qc12Y-20 x 2500 20 2500 =450 2° 30’ 6 20-800 22 3450 x 2280 x 2550 13.5
QC12Y-20 x 3200 20 3200 =450 2° ap’ -] 20-800 30 4200 x 2460 x 2850 18.2
QC12Y-20 x 4000 20 4000 =450 2° 30’ 6 20-800 30 5000 x 2550 x 2750 20.5
QC12Y-25 x 2500 25 2500 =450 3 6 20-800 30 3400 x 2500 x 2750 21.0
QC12Y-25 x 3200 25 3200 <450 3 6 20-800 37 4000x 2550x 2700  22.8
QC12Y-25 x 4000 25 4000 =450 32 ] 20-800 a7 5050 x 2480 x 2950 20.5
QC12Y-30 x 2500 30 2500 =450 3 3o’ 6 20-800 ar 3400 x 2500 x 2750 25.0
QC12Y-30 x 3200 30 3200 =450 3° 30' 5 20-800 45 4000 x 2550 x 2700 31.0

QC12Y-12x4000
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QC11Y Series Hydraulic Guillotine Shear QC11Y Series Hydraulic Guillotine Shear

Feature
1. Welded steel structure and vibratory stress relief, so the pracision is well maintained.
2. Adopts three point rolling guide, disc spring to eliminate the gap between guides to improve the quality of cutting.
3. Numerical display for balde gap and its adjustment is fast and easy.
4. Electric adjustment for back gauge, and its adjustment is fast and easy.
5. Rectangular blades, with four edges can be used to ensure a long service life.
6. The cutting angel can be adjusled to reduce the deformation.
7. Equipped with lighting device , easy for cutting.
Specification
Max. x::.r Number ;:":’ Shear Throat Mator Net Dimensions
Model ﬂn’l cknl '“m' of stroka range angle depth power weight (LaeWxH)
Gami) lm“ dmll [min) (mm) ) {mm) (kW) (kg) (mm)
.= QC11Y-4x2000 4 2000 16-25 20-600 05-2 100 4 3200 2580 x 2020 x 1560
s QC11Y-6x3200 QC11Y-4x2500 4 2500 16-26 20-800 0.5-2 100 5.5 4000 3100 x 2020 x 1600
QC11Y-4x3200 4 3200 16-26 20-600 05-2 100 55 5700 3800 x 2020 x 1700
QC11Y—4x4000 4 4000 16-25 20-600 05-2 100 75 7200 4700 x 2150 x 1920
QC11Y-6x2500 -] 2500 10-25 20-600 05-2 100 75 5800 3100 % 2200 x 1850
Guide roller B Upper blade ca QC11Y-6x3200 8 3200 10-25 20-600 05-2 100 7.5 6500 3800 x 2200 x 1885
QC11Y-6x4000 ] 4000 10-25 20-600 05-2 100 75 8500 4730 x 2200 x 2080
O QC11Y-6x5000 6 5000 8-20 20-900 0.5-1.5 100 75 13000 5730 x 2250 x 2210
D QC11Y-6x6000 6 6000 8-20  20-900 05-15 100 1 16000 6730 x 2250 x 2300
Guide plate QC11Y-8x2500 8 2500 10-25 20-600 05-2 100 1 7000 3100 x 2220 x 1850
A - QC11Y-8x3200 B 3200 10-25 20-600 05-2 100 1 8100 3800 x 2220 x 2000
O QC11Y-8x4000 B 4000 10-25 20-600 05-2 100 11 8200 4600 x 2220 x 2100
L Polyurethane pressure pad QC11Y-10x2500 10 2500 10-25 20-600 05-2 100 15 8300 3200 x 2220 x 1880
— QC11Y-10x3200 10 3200 10-25 20-600 05-2 100 15 9250 3800 x 2220 x 2000
Back gauge ] QC11Y-10x4000 10 4000 10-25 20-600 05-2 100 15 10500 4610 x 2300 x 2100
Blades(4 edges) ! l: -l QC11Y-12x2500 12 2500 6-20 20-900 05-25 250 185 8600 3110 % 2750 x 1950
L ar ece
:l 2 QC11Y-12x3200 12 3200 6-20 20-900 0.5-25 250 185 11500 3810 x 2750 x 2050
|—___[‘ i QC11Y-12x4000 12 4000 6-20 20-900 05-25 250 18.5 14200 4610 x 2800 x 2150
Blade clearance
Smaller Correct Bigger QC11Y-16x2500 16 2500 5-15 20-800 05-25 250 22 12000 3280 x 2800 % 2165
QC11Y-16x3200 16 3200 5-16 20-900 05-25 250 22 13700 3880 x 2835 x 2265
QC11Y-16x4000 16 4000 5-15 20-800 05-25 250 2 16800 4680 x 2835 x 2380
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Q11Y Series Hydraulic Guillotin Shear

Standard:

Hydraulic system

Front support

Adjustment for blade gap
Manual back gauge
Control panel

Right angle cutting device

Optional:
Pressure beam
Rear guard

Electric switch
Electric back gauge
MNumerical display
Ball workbench

Right angle cutting davice

29 XI'AN AMCO MACHINE TOOLS CO, LTD
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Q11Y Series Hydraulic Guillotin Shear

Feature

1.

Welded steel structure and vibratory stress relief, so the precision is well maintained.

2. Adopts slide guide and inner slanting construction to improve the shearing quality.

3. Numerical display for blade gap and it's adjustment is fast and easy.

4. Rectangular blades, with four edges can be used to ensure a long service life.

5. The machine adopts hydraulic driving, with low energy consumption, long use life and easy maintenance.

6. Equipped with lighting device, easy for cutting.

i :: Shear  Number B.“'; Heightof  Motor Net Dimensions
Model ‘ (e b angle  Of Stroke 3‘““9. worktable power  weight (LxWxH)
Al (min) (90 (mm) (kw) (kg) (mm)

Q11Y-4x1320 4 1320 1° 30 28 0-550 800 55 2150  2060% 2150 % 1435
Q11Y-4x1500 4 1500 1° 30 26 0-550 800 55 2300  2240x 2150 x 1435
Q11Y-4x2000 4 2000 1° 30’ 24 0-550 800 55 2400  2740x 2150 % 1435
Q11Y-4x2500 4 2500 1° 30’ 22 0-550 800 55 2060  3240x 2150 x 1435
Q11Y-6x1320 4 1320 2 24 0-550 800 75 2400 2060 %2150 x 1435
Q11Y-6x1500 6 1500 2° 22 0-550 800 75 2600 2240 x 2150 x 1435

Numerical display

XI'AN AMCO MACHINE TOOLS CO.,LTD 30
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QH11D Series Precision Mechanic Shear 3

=
Feature QH11D-3.2x2500 I

. Welded steel structure and vibratory stress relief, so the precision is well maintained. i a

. Pedal switch controls the brake motor, and driving the main axis with reducer box directly. -

. Adopts small cutting number and inner slanting construction to improve the cutting quality.

Adopts manual adjusting device for blade gap, with numerical display, easy to get the right blade gap.

. Disc spring hydraulic device with enough pressure to avoid displacement of working pieces and ensure the cutting precision.
. Polyurethane pressure pad to ensure the surface wouldn® t be damaged when setting the steel plated.

. Adopts pneumatic back gauge, easy for cutting thin and long steel plate.

£

- &

Numerical dlsplay Manual back gauge
Standard:

Manual back gauge
Front guard

Adjustment for blade gap
Front support

Noos LD =

Optional:
Numerical display

Electric back gauge Pneumatic back gauge ( Optional )
Rear guard
Pneumatic back gauge

Specification

Electric back gauge ( Optional
gauge (Ot ) Rear guard ( Optional )

Max. Max. Back
e S BB | B N B | & Gy

(mm} (mm) ") (min) {mm) (mm) (kW) (kg) (mm)
QH11D-3.5x1250 35 1250 1° 30' 47 0-650 800 55 1450 1860x2210x1180
QH11D-3.2x1500 32 1500 1 30" 47 0-650 800 55 1650 2124x2210x1180
QH11D-3.2%2000 32 2000 1¢ 45 47 0-650 800 75 1800 2624x2210x1180
QH11D-2.5x2500 25 2500 1° 47 0-650 800 75 2080 3124x2210x1180
QH11D-3.2x2500 32 2500 1*:18" 47 0-850 800 75 2200 3124x2210x1180
QH11D-3.2x3050 32 3050 1 30" 47 0-650 800 11 3850 3630x2250x1400

31 XI'AN AMCO MACHINE TOOLS CO,,LTD
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Electric Shear Machine

Feature

1. Manual back guage with mm-—counter
2. Cutting line lighting

3. Automatic rubber-coated sheet hold
4. Bench angle-stop

== VM

= Q11-3x 2050

Q11-6 x 2000

Specification
Model Q11-3x1250 Q11-3x20650 Q11-3x1300 Q11-3x1500 Q11-4x2000 Q11-6x2000 Q11-6x2500 Q11-8x2500
Max shearing
thicknessimm] 3.0 30 3.0 30 40 6.0 6.0 8.0
Max.shearing
Widthiam) 1250 2050 1300 1500 2000 2000 2500 2500
Shearing angle 2° 2% 2° 2° 2° 2° 2" 1° 42
No.of stroke
{per minute} 30 30 20 20 20 20 20 14
Motor power (kW) 3 4 3 3 55 75 7.5 1
Back gague(mm) 630 630 350 350 500 500 500 500
Dimension{cm) 184x103x135 25BxK70x116 212x150x130 232x150x130 320x130x161 310x165x161 360x165x161 365x209x177
N.W./G.W.(kg) 980/1140 15201650 1500 1700 3600 4300 5300 6729
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WG67Y-A Series Hydraulic Press Brake WCG67Y-A Series Hydraulic Press Brake

Feature
1. The frame is entirely welded with steel plates and treated to relive stress by tempering, so the precision is well
maintained.

2. Hydraulic top-drive, stepless pressure adjustment and high quality sealing rings imported from overseas to ensure the
machine tools reliability.

3. Mechanical synchronous mechanism and the complex compensation are designed so as to raise the workpiece
precision, the convex structure for the table.

4. The stroke and distance of the backgauge Is adjusted by the motor and is well adjusted by hand, the adjustment is
displayed by digital meters.

5. Inch, single, continuous operation mode being designed for the machine and reversing and maintain time can be
controlled by the time relays.

6. Safe fence and the electric interlocker have been designed for the machine to ensure the operation safety.( the back
above 200 ton without safe fence.)

Feature

1. Steel-welded construction, vibration to eliminate strass, with high strength and good rigidity.
2. The body is machined with the fixture installed only one time, with high precision.

3. Hydraulic transmission provides steady and reliable operations.

4. With electric adjustment for X,Y axis, all digital readout.

5. Buit-in mechanical block ensures the precision position of ram.

6. High rigidity torsion axis design ensures the synchronization.

Specification Specification WOs7Y-160x3200
Nominal Lengthof C°*"°®  Throat  Ram  Max Open Adjustment Motor Packing Machine e —
Mode! Pressure  working uprights depths  stroke height  ofstoke  power dimension weight Nominal l"““_uﬂ' y; Throat Ram Stoke  Open o .. Motor Packing Machine
(kN)  table (mm) {n/mm] {mm) {mm) (mm) (mm) (W) (mm) (ton) Model P - prights depths stroke adjustment height Imin Power dimension weight
{kN) t“”‘; o }  (mm) (mm) (mm) (mm) o (kW) {mm) {ton)

WB7Y-30/1320A 300 1320 1140 200 100 320 60 3 1940x1510x1805 2.0 o n/mm
WE7Y-30/1600A 300 1800 1420 200 100 a20 80 2210x1510x1805 23 WCE7Y-160/2500A 1600 2500 1950 330 200 150 485 =5 11 2740x1780x2580 100
WETY-40/1320A 400 1320 1120 200 100 340 80 4 1950x1600x2070 2.2 WC67Y-160/3200A 1600 3200 2540 330 200 150 45 =B 11 3440x1780x2560  11.1
MIETY S0/ 1E00A SR, {00 SR 1400 200 100 340 ) & 223018002070 13880 -3 WC6TY-160/4000A 1600 4000 3140 330 200 150 465 =8 11 4240x1780x2560 126
WeTY.- 000A 2000 1 B00x20 .

ﬁf g ;::: ﬁ 1$ x : : ::g:: 72 : : WC67Y-160/6000A 1600 6000 4800 330 200 150 465 =6 11 BO70x1780x2860 220
e Ve paann s s e S i S = A e T WCS7Y-200/3200A 2000 3200 2550 350 200 150 450 =3 15 3320x1790x2700 125
WETY-63/3200A 630 3200 2060 250 100 355 80 55  3800x1725x2355 5.6 WCE7Y-200/4000A 2000 4000 3260 30 200 150 450 =3 15 4120x1790x2700 136
WE7Y-80/2500A BOO 2500 2240 250 100 355 BO 75 3100x1725x2355 58 WCETY-200/6000A 2000 6000 4800 350 200 150 450 =3 15 B120x2315x2000 230
WETY-80/3200A 800 3200 2940 250 100 355 80 7.5  3800x1725x2355 6.5 WCETY-250/3200A 2500 3000 2540 400 250 180 500 =3 15  3320x1800x2980 138
WETY-B0/A0N0A I == D00 B S 4000 S S 9740 230 100 308 80 5 EES 4000 704N {570 WC67Y-250/4200A 2500 4000 3140 400 250 180 500 >3 15  4320x1890x2960 162
Y 1 00/2500/ 3551 000 S e 2500 SISR 210 SIS 00 120, A15 100, 25 R RO OO WC67Y-250/5000A 2500 5000 4000 400 250 180 500 =3 185 5120x1890x2980 198
WE7Y-100/3200A 1000 3200 2910 320 120 415 100 75  3850x1B50x2690 8.1 S T o e e R i
WETY-100/4000A 1000 4000 3710 320 120 415 100 7.5 4750x1850x2800 8.2 E . .
WE7Y-125/2500A 1250 2500 2210 320 120 415 100 75  3150x1850x2530 7.8 Y 00 4000 00 e 4000 N 2900 400 I 260 180 Se RSB 22 SR2roshal 16 ES 24
WETY-125/3200A 1250 3200 2910 320 120 415 100 75  3850x1850x2680 8.1 WC67Y-300/5000A 3000 5000 3500 400 250 180 535 =3 22 5120x1950x3115  28.0
WETY-125/4000A 1250 4000 3710 320 120 415 100 75  4750x1850x2800 9.8 WCS7Y-300/6000A 3000 6000 4900 400 250 180 535 =3 22 B120x1950x3315 202

33 XI'AN AMCO MACHINE TOOLS CO,,LTD XI'AN AMCO MACHINE TOOLS CO,LTD 34



o I -

I p
m— MACHINE-TOOLS WWW.amco-mt.com.cn www.amco-mt.COmM.CN s #ACHINE-TOOLS

WCG67Y Series Hydraulic Press Brake WCG67Y Series Hydraulic Press Brake

Feature

1. Steel-welded construction,vibration to eliminate stress,with high strength and good rigidity.

2. Hydraulic top—drive,steadiness and reliability.Mechnical stop steel torsion bar to maintain synchronization,high precision.

3. Motorized-adjusting device of backgauge and rams stroke,fine adjusting by handwheel,numerical display.

4, Deflection compensation unit installed on the top die.Manual crowned bottom die holder is adopted for the machine above
250tons length 4000mm.Travel limit protection.full machine guarding with safety interlocker.

Specification

Nominal "‘w';f:‘n:' Dietan®®  Throst  Ram  Open  Motor Packing Machine
fiiodsl Pressure, =1 " uprighta  Uepths | astroke | height  power dimension weight
(kN) e n  mml  (mm)  (mm) (kW) {mm) {ton)
WC67Y-40/2000 400 2000 1590 200 100 300 55  2200x1150x1800 3.0
WC67Y-40/2200 400 2200 159 200 100 300 55  2400%1200x1850 31
WCE7Y-40/2500 400 2500 1900 200 100 300 55  2000x1400x2200 32
WC67Y-50/2500 500 2500 1900 200 100 300 55  2900x1400x2200 35
WCG7Y-50/3200 500 3200 2600 250 120 300 55  3600x1400x2200 38
WC67Y-63/2500 630 2500 2000 250 100 a7 55  2900x1500x2450 44
WC67Y-63/3200 630 3200 2500 250 100 a7 55  3600x1500x2450 52
WC67Y-80/3200 800 3200 2500 250 120 280 55  3600x1800x2450 65
WC67Y-80/4000 800 4000 3200 250 100 380 75  4300x1600%2450 7.2
WCB7Y-100x3200 WC67Y-100/2500 1000 2500 2060 320 120 380 75  2800x1500x2450 7.0
WC67Y-100/3200 1000 3200 2500 320 120 400 75  3700x1570x2550 7.5
WC67Y-100/4000 1000 4000 3000 320 120 400 75  4500x1730x2450 7.9
WCE7Y-125/2500 1250 2500 2060 320 120 400 75  2800x1500%2450 7.1
WC67Y-125/3200 1250 3200 2500 320 120 400 75  3600x1500x2450 7.3
WC67Y-125/4000 1250 4000 3000 320 120 400 75  4500x1700x2450 88
WCE7Y-125/5000 1250 5000 4000 320 120 400 75  5100x1500x2800 105
WC67Y-160/3200 1600 3200 2500 320 180 450 11 3700x1570x2550 96
WCB7Y-160/4000 1600 4000 3000 320 180 450 11 4500x1700x2550 118
WC67Y-160/6000 1600 6000 4100 320 180 450 11 6300x1850x3160 17
WC67Y-200/3200 2000 3200 2450 320 200 470 16 3280x 1750 %2950 12
WCB7Y-200/4000 2000 4000 3000 320 200 470 15  4500%1850%2000 148
WC67Y-200/5000 2000 5000 4000 320 200 470 15 5080x1930x3160 21
WC67Y-200/6000 2000 6000 4500 320 200 470 15 6700x2050%3350 23
WC67Y-250/3200 2500 3200 2450 400 250 540 15 3800 x 2100 % 2950 16
WC67Y-250/4000 2500 4000 3000 400 250 540 15 4600x2100x3200 21
WC67Y-250/5000 2500 5000 4000 400 250 50 185  5100x2100x3200 238
WC67V-250/6000 2500 6000 4600 400 250 540 185  6600x2100x3500 27
WC67Y-300/3200 3000 3200 2600 400 250 540 22 3900x2250x3300 185
WC67Y-125x3200 WC67Y-300/4000 3000 4000 3000 400 250 560 185  4500x2250x3400 22
WC67Y-300/5000 3000 5000 4000 400 250 560 22 5800x2300x3440 26
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Hydraulic Iron Worker

Hydraulic Iron Worker

37 XI'AN AMCO MACHINE TOOLS CO.,LTD

Round and square bar shear has Diamond shaped blade for Large heavy duty knobs
multiple holes for a variety of sizes  quality cuts and no material Precise square bar cutiing
Adjustable holdown for clean square  loss with minimal deformmity.
cutting Optional channel and | beam  Forty five degree miter cut top
ranid replacement or change shears available mﬁ;ﬁmmwa
e = Specification
- -
; é = Models Iron Worker18 Iron Worker20 Iron Worker25 Iron Worker30
‘E = Punching
g Rated Pressure(ton) 66 80 120 165
Max Capacity(mm) 27x18 20x25 38x25 38x35
Stroke length{mm) 80 80 80 80
W;IEI.%?I m%mm Speed 3/4" travel(mm) 21 26 23 28
W Qualty Schneider Throat depth(mm) 300 355 400 600
Plate Shearing
Max Thickness(mm) 16x250 20x330 25x330 30x355
R ES Max Width(mm) 400 480 600 600
: R\ Tzl Blade length{mm) 410 500 610 620
Rake Angles (® ) ™ a° a8 8"
L Angle Cutting
, « 7 Square 90 Degree(mm) 125x125x12 140x140x12 160x160x14 200x200x18
R \ I o At 45 Degreelmm) 70x70x8 70x70x8 70x70x8 80xB0x10
L ¥ — L. A e Bar Shearing
Nhlﬂyogmbmmth Notching Station Unique design allows for Three foot electronic back gauge Round Bar Diameter Max.(mm) 45 50 60 65
i pritiabisonfiipabp el AUt of g e er o R Sizes of Holes In Die(mm} 45,2513 50,32,19,13 60.60,19,10,7 50,25,19
multi-vee bottom channel or | beam Cuts.Fully protected electrical Square Bar Max(mm) 40x40 50%50 50x50 55X55
Square Bar Sizes in Die(mm) 38,19 50,25 50,25 50,38
Optional Bar Shearing
| Beam Max(mm) 126 160 200 280
Ch | Shear Max({mm) 126 160 200 280
Notcher
Thicknessimm] 10 13 13 16
Width{mm) 57 57 64 64
Depth(mm) 100 100 100 100
== — General Information
Pt Shoartg Skn Tos soge ko e i sy 4 Motor(kW] 2 55 75 1
with good operator visibility for bottom leg.This gives the operator the Net Weight(kg) 1600 2000 4800 6800
accurate cutting large 157 abiiity to make a picturs frame comer for
squaring arm with inlaid scale perfact welds Overall dimensionimm) 1640x730x1770 1860x800x1900 2355x960x2090 2680x1040x2300
as standand equipment
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Hydraulic Iron Worker

‘w...,..-".'
Multi vee press brake tooling is
lied as standard equy 1t

including gooseneck top and
multi-vee bottom channel or | beam

Flat Bar Shearing Station
Easily adjustable hold down
with good operator visibility for
accurate cutting large 157
squaring arm with inlaid scale
as standand equipment

37 XI'AN AMCO MACHINE TOOLS CO.,LTD

LY

|

Notching
unsui

LLLLERRERRET

xX= .

Station Unique design allows for

rapid replacement or change

Elactrical cabinet with low 24
voit DG Control circuit providing
full protection Quality Schneider
elactrical

equipment.
Fine adjustment allows for precision
Cuts.Fully protected electrical

The angle iron shear has the ability to cut
angle iron at 45 degrees both top and
bottom leg.This gives the operator the
abliity to make a picture frame comer for
perfect welds

Round and square bar shear has
muttiple holes for a variety of sizes
Adjustable holdown for clean square
cutting Optional channel and | beam
shears available

Specification
Madels
Punching
Rated Pressure(ton)
Max Capacity(mm)
Max Capacity(mm)
Stroke length(mm)
Spead 3/4" travel(mm)
Throat depth{mm)
Plate Shearing
Max Thickness(mm)
Max Width{mm)
Blade length{mm)
Rake Angles (° )
Angle Cutting
Square 90 Degree(mm)
At 45 Degree(mm)
Bar Shearing
Round Bar Diameter Max.(mm)
Sizes of Holes In Die(mm)
Square Bar Max{mm)
Square Bar Sizes in Die(mm)
Optional Bar Shearing
| Beam Max(mm)
Ch | Shear Max( )]
Notcher
Thickness(mm)
Width(mm)
Depth{mm)
General Information
Motor(kW)
Net Weight{kg)

Overall dimension(mm)

Iron Worker16

66
27x18
27x18

80

21

300

16x250
400
410
T

125x125x12
70x70x8

45
45,2513
40x40
38,19

126
126

1600
1640x730x1770

i .
=ANCO
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Hydraulic Iron Worker

Large heavy duty knobs
Precise square bar cutting
Iron Worker20 Iron Worker25
20 120
20025 38x25
29x25 38x25
80 BO
26 23
355 400
20x330 25x330
480 €00
500 610
8 ;e
140x140x12 160x160x14
70X70x8 70x70x8
50 60
50,32,19,13 60,60,19,10,7
50x50 50%50
50,25 50,25
160 200
160 200
13 13
57 B4
100 100
55 7.5
2000 4800
1860x800x1900 2355x960%2090

11
6800

2680x1040x2300
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Hydraulic Iron Worker

Feature
1. Machine with single cylinder.

2. Punching station and Nothing

station can not work

simultaneously.

Specification
Model
Pressure(ton)
Max.cutting thickness{mm)
plate strength (N/mm?)
Shearing size of one stroke(mm)
Ram stroke{mm)
Cycles/min(20mm stroke)
Throat depth{mm)
Punching Capacity(mm)
Max.Diameter x Thickness(mm)
Max.Round Bar shear(mm)
Max.Square Bar shear{mm)
Max.Channel Shear{mm)
At 90" Shearing(mm)
At 45° Shearing(mm)
Power of main motor(kW)
Overall dimensionsiL x W x Himm
Weight of machine(kg)

Iron Worker135  Iron Worker155

Dia 20 x 15
Dia38x8
30
25
76%38
80x8
50x6
3

1060 x 550 x 1480 1450 x 580 x 1620 1520 x 590 x 1700

700

Hydraulic Punching Machine

Specification

Model

Pressure(ton)

Punching Capacity(mm)
Max.Diameter x Thickness{mm)
Throat depth{mm)

Ram stroke{mm)
Cycles/min(20mm stroke)

Power of main motor{kW)

Overall dimensions{L x W x Himm
Weight of machine(kg)

Punch20
60
Dia 22x 20
Dia 50x 9
400
80
28
4
1350 x 730 % 1770
1400

39 XI'AN AMCO MACHINE TOOLS CO,,LTD

Iron Worker20S
Iron WorkerZ0S
45 60
15 20
<450 <450
200 x 15 200x20
50 55
20 26
175 220
Dia22x 15 Dia 28 x 15
Dia38x8 Dia38x 11
30 40
30 35
B0 x 45 102 % 51
100x 10 127 =12
TOx6 B0x8

3

1200

Punch22

20
Dia 26 x 22
Dia 50x 12

400

80

28

55

1380 x 800 x 1900
1800

4

1500

Dia 31 %27
Dia 50 x 17
500
80
28
75
1720 x 960 x 2090
3200

Punch32
165
Dia 36 x 32
Dia 50x 23
500
B0
7
"
1870 x 1040 x 2300
4300

Dia 4035
Dia 50 x 28
600
80
25
15
1975 x 1040 x 2300
5200

Feature

1. Machine with single cylinder.

i
2. Punching station and Nothing station—

can work simultaneously.
3. Plate Guillotine shearing.

Optional equipment:
1. Auto clamping device
2. Temperature control unit.

Specification

Meodel

Pressure(ton)

Max.cutting thickness(mm)
plate strength (N/mm?)
Shearing size of one stroke(mm)
Ram stroke{mm)
Cycles/min(20mm stroke)
Throat depth(mm)
Punching Capacity(mm)
Max. Dy % Th
Max.Round Bar shear{mm)
Max.Square Bar shear{mm)
Max.Channel Shear{mm)
At90° Shearing{mm)
Max.| Beam Shear(mm]
Power of main motor(kW)

Overall dimensions(L x W x H) (mm)

Weight of machine(kg)

Iron Worker10KS. 8 -~

Iron Worker15KS

Iron Worker10KS

=450
300x10
30
37
165
Dia 20x 15
Dia 40x 8
30
25
80x43
TEx6
80x48
4
1050 x 760 x 1490
800

I -
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Hydraulic Iron Worker

¥l Iron Worker20KS
Iron Worker15KS Iron Worker20KS
60 B5
15 20
=450 =450
350x12 406 x 20
40 100
34 38
200 410
Dia 22 x 20 Dia 27 x 22
Dia40x11 Dia 50x 12
40 50
a8 45
100 x 48 160 x 63
100x8 130x12
100 x68 160 x 88
55 75
1180 x 760 x 1630 1795 x 1020 x 1865
1280 2750
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Circular Shearing Machine

Feature

The circular shears of the CC series are of the type with
circular blades and disc support bow. They can start
working with the blades closed or open. They are
suitable for both internal/external cutting as well as
beading of discs and rings made of iron,steel ,aluminium
,brass,etc. The circular shears are of rugged fabricated
metal construction . The cutting speed is variable from
zero to maximum thanks to a digital inverter coupled to
the electric motor . The start command is given via a
safety-type double push button control which actuates
the simultaneous workpiece clamping and closing of the
blades(pneumatic or hydraulic operation depending on
the circular shear models). On the later models it is
possible to preset continuous sequences of cuts with
predetermined sizes via a digital programmer.

By using special fixtures (shaped rolls ) it is possible to
perform widely differing beading operations(see below)
in addition to cutting.

The machine are provided with all the necessary safety
and protective devices in accordance with current safety
standards.

Features: Fast set-up for different diameters and
thicknesses

Max guaranteed safety by two—hands command

Precise cut without rags and flatness of the worked piece

Cut thickness (s)mm
Model Fe ( 45kg/mm® )
CS400
CS1000
CS1300
CS1800
cs2z200

Edging mm

Model S (max)

05
2

;MmN W W -

2
4
4

H { max )

Cs51000 1,5
Cs51300 25
Cs1800 25
Cs2200 25

Specification
Model CS400
Cut diameter disk ( max)* 400mm
Cut diameter disk ( min) 50mm
Cut speed 0-40m/min
Blades diameter ¢54mm
Blades closing (P)
Bow closing (P
Absorbed power 0,75kW
Voltage
Weight 150kg
* from square plate (P) pneumatic driving

88s > |
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Inox ( 70kg/mm® )

CS51000
1000mm
130mm

0-60m/min
¢ 74mm
(Py—(n*

(P)
1,1kW

480kg

R ( max )
3
3
3
3
C€51300
1300mm 1800mm 2200mm
130mm 240mm 240mm
0-60m/min 0-80m/min 0-60m/min
¢ 74mm £120mm ¢£120mm
(Py- (D" (U] 0}
(P) (U] 0}
1,1kW kW 4kW
230V, ~1,5/60 HZ
540kg 1200kg 1450kg

(1) hydraulic driving
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Hydraulic Notching Machine(Cutting Angle Changeahle)

Hydraulic Nothching Machine with Cutting Angle adjustable

Model:QX28Y—-4x200

Cutting thicknass:4mm

Cutting length:200mm

Cutting angle range:45° ~135°
Power.3kW
Dimension:150x95x140cm
Net:1450kg

QF28Y-4x200

Model :QF28Y-4x200

Power:3.0kW
Net:520kg

Angle Shear machine(cutting angle adjustable)
Latest technology abroad is digested and absorbed.

All steel structure, hydraulic control adjustable cutting angle.
Large angular range of shearing with quick adjustment by

Hand wheel,
Wide scope of application

Specification
Shear Shear
Model capacity Length
(mm) (mm)
QA28Y-4X200 4(A),2(SS) 200
QA28Y-6X200  6(A),3(SS) 200

Adjustable Times of
Shear Angle shear
©) (time/min)
60° -135° 40
60° -135° 30

Cutting thickness:4mm
Cutting length:200mm
Cutting angle range:90°

QX28Y-4x200

Hydraulic Notching Machine(Cutting angle fixed)

Dimension:100x100x120cm

M) QA28Y-4x200
Working

table PowerlkW)  Weight(kg)

(mm)
1000X800 4 1200
1000X800 55 1500
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Single-Head Hydraulic Pipe-Bending Machine

DWS50ONCB
Feature
High-performance medium-sized pipe-bending machine with NG control, multi-groups of programs and multi-angle settings
make your operation and program sefting simpler, widely used in mass production and standardized products, such as: blast
pipe, seat, fender—guard and all the steel-pipe furniture, etec.

DWB8INCB

DW75NCB

Specification
Model DW1BNC DW3sNC DWSONC DW7SNC DWBONCB DW8asNCB DW114NCB
Max pipe 0.D.XW.T. Dia.18X1.8 Dia.38X2 Dia.50X2 Dia.75%2 Dia.8B0X3 Dia.89X6 Dia.114Z3/114x8
Range of bending radius mm 5-80 25-200 35-250 50-300 50-350 50-450 50-450/100-600
L Model DW129NCB DW153NCB DW168NCB
DW:single-head pipe-bending
i Max pipe O.D.XW.T. Dia.120X8  Dia.150X14  Dia.168X14
NC: Numerical control Range of bending radius mm 100-600 250-800 250-800
B: with co—push

DW114NCB DW159NCB
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Feature
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Double-Head Hydraulic Pipe-Bending Machine

High-speed double-bending machine, with NC control, makes your operation and program setting simpler, which is applied to
automable,seat,motorcyle fender-guard, the fumniturelike tables and chairs inside and outside the office,etc.

Specification
Model SW25
MaX pipe 0.D.XW.T.mm Dia.25X2
Range of bending radius mm 26-110
Distance of two heads mm 90-700
Bending speed [sec 80° /sec
Numbers of bending once :m

Remark:

SW:Double-head pipe-bending machine
25,38,40:

Max.diameter of pipe-bending 25, 38, 40
A:Rotary head-section

No mark:Non-rotary head-section

swass
Dia,38X2

38-200
170-1700

13X4 pes
16X3 pes
25X2pes
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Metal Craft Machine

- Output
Technical :
Multi-Purpose Metal Craft Tool Set item Faraataes f Sotlona
) ©20X1
Max. Circling Size [ ] 20X20X1 15 rimin
(mm) . o0
w P16
w D16
Max. scrolling Size
= 16X16 5 r/min
{mm) EEl  20X10
e : w 14
. Angle-bend
_a’ pouldl [ | 14X14 5 r/min
Size(mm) — 30X10
Max. Twisting [ ] 16X16
8 r/min
Size(mm) Hl  30%10
Max. Lantern Twisting [l 8x8
& rfmin
Size(mm) - 1]
Funcli £ Mot 1.5Kw Brake motor
:
ki 220/380V(50/60Hz)
Multi-purpose Tool Set is a comprehensive machine with such Net Welght! Gross Welght (kg) 360/480
integrated functions as circle forming, scrolling, lantern-twisting, OvarilEl
angle~bending and other shaping of either round, square or flat steel Nerall SzeAmn) 1450X830x1100
or pipes. Packing Size (mm) 1563X780X1100
Item Teomical parameters. IMIEtal Craft Hydraulic Bending Machine
Max. Scrolling 30X 10 This motor-driven hydraulic tool specializes in bending angles. It

rworkpieces (mm) D16

|
Capacity fo m 16X 16
w
Max. Lantern [ ] BX8

Twisting

Capacity(mm) - @8

Output Rotation Speed (r/min) 15
Specification Power (kW) 1.5

of Motor Voltage (V) 220/380(50/60HZ)
Net Weight (kg) 260

Gross Weight (kg) 350

840 X 400X 1050
1328 X 568X 1025

Overall Size (mm)
Packing Size (mm)

Metal Craft Hydraulic Shearing Machine
g

As an ideal tool to be applied in by '
architecture and other metal craft-related .,ﬂ
industries, force and shear round, square
of flat steel angle steel into piece in a
rotating way.

As an ideal tool to be applied in
architecture and other metal
craft-related industries, force
can shear round , square or flat
steel angle stesl into pieces in
a rotating way
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enables the operators to process square, round or flat metal pieces
Into various angles and arcs. It is widely used in the furnishing industry

=

GY-16B

Item Technical Parameler
w 25
Max. Size of (] 25X25
Processing Q 25
Materials(mm) == 50%10
L 30X30
Motor 200/380(50/60Hz)
Overall Size (mm) 920X600X1200
Packing Size (mm}) 970X650X1250
N.W.IG.W. (kg) 300/370

Metal Craft Pipe Bender

GWG-40

Metal Craft Twisting Machine
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Item

Max. Size of P

rocessing Materials{mm)

Max. Bending Angle
Rotating Speed OF
The Main Shaft{r/min)

Functions of themotor

Overall Size(mm)
Packing Size{mm)
N. W/G. Wikg)

Metal Craft Machine

TechnicalParameter

(o] ®40
O 40X40X1
| 30X30
18 0°
Processing Speed 1.2
Returning Speed 2.4
Power(kW) 2.4-3

Rotational Speed(r/min) 1400/2800

Voltage(V) 220/380(50/60Hz)
T20X450X800

B20X500X1000
245/300

The machine is for the manipulation of metal materials such as square or flat steel into ornamental spiral designs. Matched

with various dies, a birdcage pattern can be obtained out of square or round steel.

Item Technical Parameler

Max. Twisting L 25X25

Size(mm) — 30X10
MaxiLantern B 6X6X170,8X8X190, 10X10X120
iwistng Szeimm il ©6X170,08X190 ©10X210
Functions of the motor 3kW,220/380V(50/60Hz)
Overall Size(mm) 130X550X1050

Packing Size{mm) 1550X720X1186

N. W/G. W(kg) 330/430

Metal Craft High Frequency Fishtail Coining Machine

The machine is used to process square, round or flat metal materials into fish-tailed components to applied in metal working
industries;

Item Technical Parameter
Max. Processing = 60X8
Size(mm) [ ] 14X14

[ ] D14
Functions of Motor 3kW, 220/380(50/60Hz)
Output Rotational Speed(r/min) 20
Overall Size(mm) 1020X460X1160
Packing Size(mm) 1130X1170X830
N.W./G.W.(kg) 320/400
Healing Parameters
Power(kW) 15 Voltage(V) 220

Oulput Vibraling Frequency  30-100KHz Output Vibrating Power  15kW
Heating Electric Current  100-600A  Healing Duralion 1-998

Temparary Loading Rate

80% Cooling Hydraulic Pressure 0.05-0.2MPa
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Multi-Purpose Metal Craft Tool Set In

G-03-V

® 8

G-03-1

G Series

b ey G-03-1V
G-03-1

Item G-02-4 | G-02.6 G-03-4 G-03-12 G-03-13
Punching(mm) D4 4 @4 = D4
i B 30X5 30X5 40X5 . 40X5
The tool setin G series is Shearing(mm) e 6X8 X6 5 6X6
produced for both the home and - @6 6 @6 = @6
Twisting{mm)
overseas markets, which has B 30X5 30X5 40X5 40X5 40X5
been awarded four national | 10X10 10X10 14X14 14X14 14X14
ol Bendingand WE  30X5 30X5 40X5 40X5 40X5
atents. Its functions include 1
P Ly Serolling(mm)  mm 10X10 10X10 14X14 10X14 14X14
punching, shearing, twisting - ®10 10 4 14 ®14
,scrolling, angle-bending, Angla-Making =60 =60 260 =60 260
riveting and circle-forming. Rivating(mm) 4X30 4X30 4X30 4%30 4X30
Circling(R) w» R=60 R>60 R=>60 R>60 R=>60

N.W.IG.W.(kg) 31/33 36/38 73175 85/87 90/92

Packing Size(mm)  SUSX3SSX27T0 SOSK3SSKZTO TRONSTONZTD | JEDNSTOX2TO TROXSTONZTO

G-04B
Item Technical Parameter
Max. Size of Processing [l axa
Materials(mm) - ©8
N.W.IG.W.(kg) 29/32
Cverall Size{mm) 790X190X210
Packing Size(mm) B810X230X220

Angle-Bending Machine

Item Technical Parameter
Max. Size of Processing Steel

20X1.5
Materials{mm) Stripe
N.W./G.W.(ka) 7.4/18.4
Overall Size(mm) 600X150X100
Packing Size(mm) 610X200X110

Stripe Steel Circling Machine
Pressing
Machine
G-07
Item Technical Parameter  ltem Technical Parameter
Max. Size of Processing Steel Max. Size of Processing el P30X1
] ) 20X1.5 ') 40X40X1

Materials(mm) Stripe Materials{mm) — T
N.WLIG . W, (ki

ko) L N.W.IG.W.(kg) 65170
Overall Size(mm) 180X170X370 Overall Size(mm) 400X400X470
Packing Size(mm) 390X180X200 Packing Size(mm) 450X450X540
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Wrought Iron Components (For Gates, Fences, Windows)
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