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PROFESSIONAL DESIGNER AND MANUFACTURER OF
WORLD-BEST COLD ROLLING FORMING MACHINE
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Shanghai-MTC is specialized in designing and manufacturing various cold roll forming
machines and insulated sandwich panel production lines and is one of the first
manufacturers of cold roll forming machine lines and eps/rockwool insulated sandwich
panel productionlines in China since 1990s.

With the development of the new age, MTC now presents the most advanced and
innovative technology in its main products, such as roll forming machines, insulated
sandwich panel production lines, slitting and cut-to-length machine lines, hydraulic
decoiler, and some auxiliary machines etc.

Our machines are highly popular in most of countries in the world, like USA, Canada,
Australia, Russia and Chile etc. MTC has a buddle of technicians going around for
installation and training of our machines after our machines were delivered to our clients'
factory.

All of MTC's machines have CE approved and 1 year warranty since delivery when we will
take full responsibility of any damages and defects caused by the quality or our production
echnology, and our machine can work at least 10 years, in the first year, we will take in charge
of any breakdowns caused by our designing or manufacturing and we will provide duly service
for maintenance in the whole life circles of the machines. Technicians will be sent to make
installation and to train your craftsmen how to operate the machine until they can operate the
machine proficiently.

None in MTC serves whomever doing business with the company as a customer, but as a
partner. MTC attaches the vital importance to well satisfying the needs of its partners with a
firm belief that to satisfy partner's needs is to bring the benefits to both parts. MTC will cherish
and value its mission as much as its partners in the world will cherish and value MTC's
high-quality and accurate products and most importantly, MTC's fully attentive service, to the
very end: Win-Win!
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Trapezoidal Sheet Roll Forming Machine

Technical Parameters

Uncoiler 5Ton Manual Type (Hydraulic Type Optional)
Material Thickness 03mm—0.8mm (Standard)

Material Width 914—1250mm

Forming Stations 13-16 stations

Forming Speed 8— 12m/min (Standard Speed)

Main Power 5.5 KW

Hydraulic Power 3 KW

LControl System Panasonic PLC Control System

Runout Table Manual Type (Auto/Pneumatic Stacker Optional)
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IBR Sheet Roll Forming Machine

Lincoiler

5Ton Manual Type (Hydraulic Type Optional)

Material Thickness

O0.3mm—0.8mm (S5tandard)

Material Width

914Amm

Forming Stations

14 stations

Forming Speed

8—12m/min (Standard Speed)

Main Power

55KW

Hydraulic Power

aAaKW

Control System

Panasonic PLC Control System

Runout Table

Manual Type (Auto/Pneumatic Stacker Optional)
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Corrugated Sheet Roll Forming Machine
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Technical Parameters

Uncoiler 5Ton Manual Type (Hydraulic Type Optional)
Material Thickness 0.2mm—0.6mm (Standard)

Material Width 762—1250mm

Forming Stations 16-18 stations

Forming Speed 8—12m/min (Standard Speed)

Main Power 7.5 KW

Hydraulic Power AKW

Control System Panasonic PLC Control System

Runout Table Manual Type (Auto/Pneumatic Stacker Optional)
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Double Layer Roll Forming Machine

Technical Parameters

Lincoiler

5Ton Manual Type (Hydraulic Type Optional)

Material Thickness

O.2mm—0.8mm (Standard)

Material Width

762-1250mm

Forming Stations

16-18 stations(Upper );14-16 stations (Lower)

Forming Speed 8—12m/min (Standard Speed)
Main Power 7.5KW
5.5KW

Hydraulic Power

Control System

Panasonic PLC Control System

Runout Table

Manual Type (Auto/Pneumatic Stacker Optional)
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Glazed Roof Tile Roll Forming Machine

Technical Parameters
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Lincoiler

5Ton Manual Type (Hydraulic Type Optional)

Material Thickness

O3mm—0.6mm (5tandard)

Material Width

914—1250mm

Forming Stations

14-16 stations

Hydraulic Power

Forming Speed A—Bm/min (Standard Speed)
Main Power 5.5 KW
55 KW

Control System

Panasonic PLC Control System

Runout Table

Manual Type (Auto/Pneumatic Stacker Optional)
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Roof Ridge Cap Roll Forming Machine

 Technical Parameters

Lincoiler S5Ton Manual Type (Hydraulic Type Optional)
Material Thickness 0.3mm—0.6mm (Standard)

Material Width 385mm

Forming Stations 14 stations

Forming Speed 3—Sm/min (Standard Speed)

Main Power 5.5KW

Hydraulic Power 3KW

Control System Panasonic PLC Control System

Runout Table Manual Type (Auto/Pneumatic Stacker Optional)
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Tapered & Bemo Sheet Roll Forming Machine

' Technical Parameters

Lincoiler

Manual Type for Bemo; No Uncoiler for Tapered (Manual)

Material Thickness

O.6mm—1.4mm (Aluminum Sheet)

Material Width

570mm

Forming Stations

15 stations for Bemo Sheet; 18 stations for Tapered Sheet

Forming Speed 8- 12n/min (Bemo Sheet); 4-6m/min (Taper ed Sheet)
Main Power 5.5 Kw
AKW

Hydraulic Power

Control System

Panasonic PLC Control System

Runout Table

Runout Table for Bemo; Slitter & Cutter for Tapered
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Standing Seam Roll Forming Machine

Lincoiler

S5Ton Manual Type (Hydraulic Type Optional)

Material Thickness

O.3mm—0.8mm (Standard )

Material Width

1000—1250mm

Forming Stations

16-22 stations

Forming Speed

8-12m/min

Main Power

55KW

Hydraulic Power

aAaKWwW

Control System

Panasonic PLLC Control System

Runout Table

Manual Type (Auto/Pneumatic Stacker Optional)
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Steel Floor Decking Roll Forming Machine

Technical Parameters
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Lincoiler

5Ton Manual Type (Hydraulic Type Optional)

Material Thickness

O0.6mm—1.2mm (Galvanized Steel)

Material Width

914—1250mm

Forming Stations

22—e28 stations

Forming Speed

8-12m/min

Main Power

22 KW (2*1 1KW)

Hydraulic Power

7.5 KW

Control System

Panasonic PLC Control System

Runout Table

Manual Type (Auto/Pneumatic Stacker Optional)
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No-Girder Arch Sheet Roll Forming Machine

Technical Parameters

Lincoiler S5Ton Manual Type (Hydraulic Type Optional)
Material Thickness 0.6mm—1.5mm (G:PPGI)

Material Width 914amm

Forming Stations 14 stations

Forming Speed 8-13m/min

Main Power 7.5 KW

Hydraulic Power 7.5KW

Control System Panasonic PLC Control System

Runout Table Manual Type (Auto/Pneumatic Stacker Optional)
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C Purlin Steel Roll Forming Machine
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L Purlin & Z Purlin Profiles
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CHI$f C-Section Sheet

ZBU$H Z-Section Sheet
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Cc80 80 40 40 15 2.0-3.0 AFL

Cc100 100 50 50 20 2.0-3.0 40

c120 120 50 50 20 2.0-3.0 FLEE T i EEAES
C140 140 50 50 20 2.0-3.0 FL 2B AT i 1 AR
C160 160 60 60 20 2.0-3.0 | 7LEWiE ﬁg%*
C180 180 60 60 20 2.0-3.0 FLEEFT i (AT e 7L)
cz200 200 60 60 20 2.0-3.0 FLEE T

czz20 220 70 60 20 2.0-3.0 FLEE AT i

C250 250 70 70 20 2.0-3.0 FLEE T
Lincoiler 5Ton Manual Type (Hydraulic Type Optional)

Material Thickness

emm—3mm (Gl: Carbon Steel); can be up to Smm:

Forming Stations

194—15 stations

Forming Speed B-Bm/min
Main Power 15 KW
Hydraulic Power 7.5KW

Lontrol System

Panasonic PLC Control System

Punching

As Per Request

Profiles Changing

By changing spacers manually

Transmission

Chain-brackets or Gear-boxes

Runout Table

Manual Type (Auto/Pneumatic Stacker Optional)
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C/Z Purlin Quick-Change Roll Forming Machine

Technical Parameters

Lincoiler

5Ton Manual Type (Hydraulic Type Optional)

Material Thickness

emm—3mm (Gl; Carbon Steel)

Forming Stations

16 stations

Forming Speed 8-12 m/min
Main Power 18.5 KW
Hydraulic Power 7.5 KW
Control System

Panasonic PLC Control System

Punching

As Per Request

Profiles Changing

Duick changing by power

Transmission

Chain-brackets or Gear-boxes

Runout Table

Manual Type (Auto/Pneumatic Stacker Optional)

| Tel: +86-21-6722-8332 | Fax: +86-21-6722-8302 | info@mtc-china.com | www.mtc-china.com




Highway Guardrail Roll Forming Machine
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C/2/W Purlin Roll Formers

Highway Guardrails Profile

483mm (Extended) T =3mm

|i=

Lincoiler

5Ton Manual Type (Hydraulic Type Optional)

Material Thickness

emm—3mm (Gl; Carbon Steel)

Furmlng Stations

16 stations

Forming Speed 8-12 m/min
Main Power 18.5 KW
Hydraulic Power 11 KW

Control System

Panasonic PLC Control System

Punching

As Per Request

Transmission

Chain-brackets or Gear-boxes

Runout Table

Manual Type (Auto/Pneumatic Stacker Optional)

Remark

We can also design 3-wave guardrail machine
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Stud and Track Roll Forming Machine

Technical Parameters

Lincoiler

5Ton Manual Type (Hydraulic Type Optional)

Material Thickness

0.6—1.5mm(Gl; Carbon Steel)

Forming Stations

14—16 stations;12-14 stations;

Forming Speed 8-12 m/min
Main Power 2*7.5 KW
Hydraulic Power 2*5.5KwW

Control System

Panasonic PLC Control System

Punching

As Per Request

Transmission

Chain-brackets

Runout Table

Manual Type (Auto/Pneumatic Stacker Optional)

Remark

We can also design an embosser roller
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Top Furring Channel Roll Forming Machine
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Technical Parameters

Lincoiler

5Ton Manual Type (Hydraulic Type Optional)

Material Thickness

0O.6mm—1.2mm (Gl; Carbon Steel)

Forming Stations

12 stations

Forming Speed 8-12 m/min
Main Power 55 KW
Hydraulic Power aKW
Control System

Panasonic PLC Control System

Punching

As Per Request

Transmission

Chain-brackets

Runout Table

Manual Type (Auto/Pneumatic Stacker Optional)

Remark

We can also design an embosser roller
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Roof Truss Roll Forming Machine
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Technical Parameters

Lincoiler

3Ton Manual Type (Hydraulic Type Optional)

Material Thickness

0.6—1.2mm(Gl; Carbon Steel)

Forming Stations

10—1 3 stations

Forming Speed 8-12 m/min
Main Power 55KW
Hydraulic Power 55 KW

Control System

Panasonic PLC Control System

Punching

As Per Request

Transmission

Chain-brackets

Runout Table

Manual Type (Auto/Pneumatic Stacker Optional)

Remark

We can also design an embosser roller
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EPS/Rockwool Sandwich Panel Production Line

5 Ton Manual Uncoiler Roofing Sheet Roll Former EPS/Rockwool Feeding Table
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EPS/Rockwool Sandwich Panel Production Line

Composing Machine 1

Composing Machine 2 Fly-saw Tracking Cutter

Lincoiler

5 Ton Manual Type

Material

GI/PPGI (0.3—0.6mm) and EPS Block or Rockwool Strips:

Forming Stations

13 stations (FOR Roofing Sandwich Panels)

Line Speed

Aa4-b6 m/min

Main Power

35 KW

Cutting

Fly-saw Tracking Cutter

Control System

Electrical Cabinet and Panasonic PLC (For Cutter)

Thickness of Finished Products

50—200mm

Width of Sandwich Panels

820mm, 940mm, 1 000mm, 1 200mm etc.

Runout Table

Manual Type (Auto/Pneumatic Stacker Optional)

Remark

We can also produce Auto Packing Machine
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PU Rolling Shutter Slat Production Line

Technical Parameters

Lncoiler 3 Ton Manual Type

Material 0.3—0.6mm (PPGI or Aluminum Sheet)

Forming Stations 33—38 stations

Line Speed 8-10m/min

Main Power 75 KW

Cutting Fly-saw Cutter (3 KW)

Control System Panasonic PLC Control System

Profiles A2mm:;55mm; 77mm:and 91mm etc

Runout Tahble Manual Type (Auto/Pneumatic Stacker Optional)
Remark

We can also produce Auto Packing Machine
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Door Frame Roll Forming Machine
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Technical Parameters

Lincoiler

5Ton Manual Type (Hydraulic Type Optional)

Material Thickness

1.2mm—1.5mm

Forming Stations

22 stations;

Forming Speed

B-1 0m/min(Standard Speed)

Main Power

11 KW

Hydraulic Power

aAaKW

Control System

Panasonic PLC Control System

Runout Table

Manual Type (Auto/Pneumatic Stacker Optional)
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Rolling Shutter Door Slat Forming Machine

Technical Parameters

Uncoiler 3Ton Manual Type (Hydraulic Type Optional)
Material Thickness D.AmMmmMm—1.2mm

Forming Stations 13 stations;

Forming Speed 8-10m/min (Standard Speed)

Main Power 55KW

Hydraulic Power 3 KW

Control System Panasonic PLC Control System

Runout Table Manual Type (Auto/Pneumatic Stacker Optional)
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Downspout Roll Forming Machine

Lincoiler

3Ton Manual Type (Hydraulic Type Optional)

Material Thickness

0 AMmMm—0.8mm

Forming Stations

17-22 stations

Forming Speed

8-10 m/min (5tandard Speed)

Main Power 7.5 KW
Hydraulic Power 55 KW

Control System

Panasonic PLC Control System

Runout Table

Manual Type (Auto/Pneumatic Stacker Optional)
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Simple Slitting Machine Line

Technical Parameters

Lincoiler

5 Ton Manual Type

Material

GLEPPGLEPPGA

Material Thickness

0D.A—2mm

Material Width

1500mm Max

Line Speed

A0m/min Max.

Total Power

27 KW

LControl System

Electrical Cabinet

Recoiler With Power
Stripg 10pieces Max. (5 5trips for free)
Min. width of S5trips 70mm

Remark Hydraulic Uncoiler & Recoiler Optional
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Hydraulic Uncoilers

5T Hydraulic Uncoiler (Without Coil Car)

Lincoiler 5 Ton Hydraulic Uncoiler
1.13/0.0 508mm/1250mm
Width 1250mm

Hydraulic Power| aAKWwW

Rotation Automatically

Expansion Hydraulically

1 0T Hydraulic Uncoiler With Coil Car

Lincoiler 1 0 Ton Hydraulic With Caoil Car
1.0/0.0 S508mm/1500mm
Width 1250mm

Hydraulic Power| 5 5KWwW

Rotation Automatically

Expansion Hydraulically
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Hydraulic Roofing Crimping Cur ved Machine

; 4 . 1.5 KW (Roller)
Running Hydraulically Power IKW (Oil Pump)
e Vertically &
Waork T > =
orking Type Horizontally Control PLC Control System
Thickness 0.3-0.8mm Speed 6— 1 0m/min

Auto/Pneumatic Stacking Machine

Type am/bm/8m/12m Power 3KW
Working Type Pneumatically Control PLC Control System
Thickness 300mm (Stacked) Note Air Compressar

Required
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SHANGHAI MTC INDUSTRIAL CO.LTD

NE,

WWW.COLDROLLFORMER.CO
TEL:+86-21-6722-8332 |
FAX:+86-21-6722-8302

CELL:+86-18001958638
EMAILINFO@MTE-CHINA.COM



