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G Series  5-axis High Speed Gantry Machining Center

) . o Specification | Unit | G series Maglev | G series Dyna

High efficiency machining X-axis travel mm 2,000 /2,500 / 3,000 / 3,500+
Y-axis travel mm 2,000/ 2,500 / 3,000/ 3,500 / 4,000
Z-axis travel mm 1,000/ 1,200
Rapid traverse m/min X=60 Y=60Z=40 XYZ=20
Max. acceleration m/sec? XYZ=5 XYZ=4
Spindle taper HSK 63A / HSK 100A
Spindle speed rpm 30,000 / 24,000 / 18,000 / 15,000
Spindle power (S1-100%) kW 60 (max.)
2-Axis Head
Max. swivel / rotation speed | rpm B=30 C=30
cI\)/Ifar>7<1.c§cv)vriveI / rotation torque | \p B=760 C=800
Clamping torque Nm B=2,100 C=3,000
Swivel / rotation angle degree B=+105° C=+200°

* X-axis travel >5,000 mm, can be incremented per 1 meter

GM Series  5-axis High Speed Linear Motor Drive Gantry Machining Center

_ o o Specification |unit| M2z | GmM32 | GMm37
High precision machining X-axis travel mm 5,000 / 6,000 / 8,000
Y-axis travel mm 2,700 | 3,200 | 3,700
Z-axis travel mm 1,000/ 1,300
Rapid traverse m/min XYZ=60 | XYZ=50
Max. acceleration m/sec? XYZ=5
Spindle taper HSK 63A / HSK 100A
Spindle speed rpm 30,000 / 24,000 / 18,000 / 15,000
Spindle power (S1-100%) kW 60 (max.)
Max. swivel / rotation speed | rpm B=30 C=30
(l\)/llcaé.o?cv)vrivel / rotation torque Nm B=760 C=800
Clamping torque Nm B=2,100 C=3,000
Swivel / rotation angle degree B=+105° C=+200°

* X-axis travel can be incremented per 1 meter
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GF Series Ultra Large 5-axis High Speed Gantry Machining Center

Large-scale heavy cutting

Specification | Unit | GF40 / GF50 / GF60
X-axis travel mm 6,000-30,000

Y-axis travel mm 4,000 / 5,000 / 6,000

Z-axis travel mm 1,000/ 1,300/ 1,500

Rapid traverse m/min XYZ=40

Max. acceleration m/sec? XYZ=4

Spindle taper HSK 63A / HSK 100A
Spindle speed pm 30,000 / 24,000 / 18,000 / 15,000
Spindle power (S1-100%) kW 60 (max.)

2-Axis Head

Max. swivel / rotation speed | rpm B=30 C=30
Swivel rotation torque of — —
motor (S1~100%) Nm B=1,200 C=2,650
Clamping torque Nm B=4,680 C=6,000
Swivel / rotation angle degree B=+120° C==200°

* X-axis travel can be incremented per 2 meter

MT Series  Double Column Machining Center

High rigid heavy cutting

Specification | Unit

X-axis travel mm 2,000~3,000 3,200~5,200 4,200~6,200
Y-axis travel mm 2,000 2,300 2,500~3,000 3,400
Z-axis travel mm 850 (opt. 1,000) 1,000 (opt. 1,200)

Distance mm 1,500 2,400 2,800
Distance form

spindle nose mm -100~750 200~1,200 | 30~1,030 200~1,200
to table

Spindle power | kW 35/42 30/38 35/42 22/26
Table width mm 1,200 2,060 2,500
Spindle speed rom 24,000 20,000 18,000 6,000
Spindle taper HSK 63A HSK 63A BT-50/1SO-50/CAT-50

* X-axis travel can be incremented per 1 meter

M DU Series Heavy Duty 5-axis Machining Center

High rigid heavy cutting

Specification

MDU-2000 / 2500 MDU-2000 / 2500W

Swivel torque (S1-100%)

Nm

X-axis travel mm 2,000/ 2,500 (excluding APC travel)
Y-axis travel mm 2,000/ 2,500

Z-axis travel mm 800

W-axis travel mm 600

Rapid traverse m/min XYZ=10

Spindle taper CAT50

Spindle speed pm 3,000/ 5,000

Spindle power (S1-100%) kw 36

Swivel head (B-axis)

3,200

Swivel angle

Rotary working table (C-axis)

deg

+110°

Rotate torque (S1-100%) Nm 8,550
Rotate range deg 360° (Cont.)
Max. table size mm 1,250 x 1,250

Unchangeable attachment heads

Built-in-motor drive attachment heads
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