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Model/ ltem A B (o}
2040 890 | 800 800
2060 1360 | 1300 | 1300
2080 1920 | 1850 | 1850

— SPECIFICATIONS
Swing over bed 510mm Z axis travel 800, 1300, 1850mm
Swing over cross slide 290mm X axis travel 380mm
Swing over gap 710mm Quill taper (ES)
Center height 255mm Quill diameter 75mm
Centers distance 890, 1360, 1920mm Quill travel 160mm
Bed width 330mm Cutting tool 25mm x 25mm
Cross slide width 220mm Positioning accuracy +0.01mm/300mm
Spindle speed (3 ranges) 30-2000rpm Repeatability accuracy +0.005mm
Spindle taper MT#7 Spindle run-out +0.01mm
Spindle bore 85mm Spindle motor (A.C.) 15HP
Spindle nose D18 XIZ axis servo motor Tkw/1kw
Z axis ball screw 40mm x P10 Coolant pump 1/8 HP (90W)
X axis ball screw 225mm x P5 Net weight 3000, 3300, 3600kgs
Rapid traverse X/Z 6000/8000 mm/min Measurement (2040) 27Mx22Mx 2.1M

* The above specification is measured without any optional accessories, such as turret and chuck...etc.

* OEM machine (frame & sheet metal parts) is available upon request.
* All specifications are subject to change without prior notice.
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STANDARD ACCESSORIES

01. FAGOR 8055i controller 07.

02. FAGOR Z/X servo motors os.
03. YASKAWA inverter for spindle motor 0s.
04. 250mm (10") bearing type steady rest 10.

05. Automatic lubrication system 11.
06. Manual tailstock

OPTIONAL ACCESSORIES
01. “CE” conformity 05.
02. FAGOR servo motor for spindle 06.

03. Manual 3-jaw scroll chuck
04. Hydraulic brake for spindle

Coolant equipment
MT#5 dead center
Work lamp

Leveling bolts & nuts
Tool box & service tools

PLC lubrication unit

Transformer

SIMENS controller FANUC controller SYNTEC controller Automatic spindle

speed change

(SIMENS X/Z & spindle (FANUC X/Z & spindle PANASONIC

servo motors) servo motors) X/Z servo motors &

DELTA inverter for
spindle motor)

Swivel control panel Full guarding
(wicable connection
MPG)

Follow rest Rear chuck mechanism 2 speed tailstock

Chip conveyor Hydraulic vertical Electric vertical
position turret osition turret

P
(center height 80mm) (center height 80mm)

Hydraulic tailstock Hydraulic unit

Hollow type hydraulic

4-jaw independent
3-jaw chuck

NCK —_NCF
y
[
"2,-!- <€ =

[High performance type]  [Heavy duty type]
T NCH

[High speed type]

Air conditioner Live center MT#5

Headstock lubrication
(in electrical cabinet) oil cooler

* Photos are for reference, please check with our dealers for final confirmation.

Movable cord Laser calibration
connected MPG

)
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P 2400 SERIES CNC HEAVY DUTY LATHE

| Option: Chuck cover |

I Option: Electric vertical 8 position turret |

I Option: Full guarding |

-
— Model / Item A B

B 2440 930 | 970 | 930

| 2460 1430 | 1470 | 1430

ﬁt[ q 2480 1930 [ 1970 [ 1930

| l 24120 2930 | 2970 | 2930

Lo -G
T o e 24160 3930 | 3970 | 3930
— SPECIFICATIONS

Swing over bed 610mm, 710mm (option) , 760mm (option) Z axis travel 970, 1470, 1970, 2970, 3970mm
Swing over cross slide 390mm, 490mm (option) , 540mm (option) Xaxis travel 405mm
Swing over gap 790mm, 890mm (option) , 940mm (option) Quill taper MT#5
Center height 305mm, 355mm (option), 380mm (option) Quill diameter 105mm
Centers distance 930, 1430, 1930, 2930, 3930mm Quill travel 225mm
Bed width 450mm Cutting tool 25mm x 25mm
Cross slide width 250mm Positioning accuracy +0.01mm/300mm
Spindle speed (3 ranges) 20-1500rpm Repeatability accuracy +0.005mm
Spindle taper MT#7 Spindle run-out +0.01mm
Spindle bore 105mm, 155mm (option) Spindle motor (A.C.) 20HP, 30HP (option)
Spindle nose D1-11 or A2-11 XIZ axis servo motor Tkw/2kw
Z axis ball screw 250mm x P10 Coolant pump 1/8 HP (90W)
X axis ball screw 232mm x P5 Net weight 4000, 4400, 5000, 5800, 6600kgs
Rapid traverse X/Z 6000/8000 mm/min Measurement (2440) 3.0Mx22Mx2.2M

* The above specification is measured without any optional accessories, such as turret and chuck...etc.

* OEM machine (frame & sheet metal parts) is available upon request.
* All specifications are subject to change without prior notice.
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STANDARD ACCESSORIES

01.
o2.
03.
04.
05.
06.

FAGOR 8055i controller

FAGOR Z/X servo motors

YASKAWA inverter for spindle motor
300mm (12") bearing type steady rest
Automatic lubrication system

Manual tailstock

OPTIONAL ACCESSORIES

01

o2.
03.

04.
05.
06.

. “CE” conformity
FAGOR servo motor for spindle
155mm spindle bore

(A2-11; 20 ~ 1000rpm, 760mm swing over bed)

710mm swing over bed
760mm swing over bed
30HP main motor

ot
[ i

Lo

Follow rest

| B 2

Hydraulic vertical
position turret
(center height 100mm)

Chip conveyor

SIMENS controller FANUC controller SYNTEC controller Automatic spindle
(SIMENS X/Z & spindle (FANUC X/Z & spindle PANASONIC speed change
servo motors) servo motors) XIZ servo motors &
DELTA inverter for
spindle motor)

Hydraulic vertical
8 position turret

wi -
(center height 100mm)

07.
os.
oS
10.
11.

07.
os8s.
09.
10.
11.
. Chip cart

12

Coolant equipment
MT#6 dead center

. Work lamp

Leveling bolts & nuts
Tool box & service tools

400mm (16") bearing type steady rest
Manual 3-jaw scroll chuck

Hydraulic brake for spindle

PLC lubrication unit

Transformer

Swivel control panel

Full guarding
(w/cable connection
MPG)

Electric vertical
position turret
(center height 100mm)

2 speed tailstock

Hydraulic tailstock

Y

_
[High performance type]

NCK = NCF
<| ==
[Heavy duty type]
- NCH
< ==

[High speed type]

(in

Air conditioner

Headstock lubrication
electrical cabinet) oil cooler

Live center MT#5

* Photos are for reference, please check with our dealers for final confirmation

Movable cord
connected MPG

Laser calibration

)
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» 3200 SERIES CNC HEAVY DUTY LATHE

www.super'sonic.com.tw

| Option: Manual 3-jaw scroll chuckl

| Option: Hydraulic vertical 8 position turret I

TITITIIEN T

STANDARD ACCESSORIES

01.
o2.
03.
04.
05.
06.

FAGOR 8055i controller

FAGOR Z/X servo motors

YASKAWA inverter for spindle motor
380mm (15") bearing type steady rest
Automatic lubrication system

Manual tailstock

OPTIONAL ACCESSORIES

01.

“CE” conformity

07. Coolant equipment

08. MT#6 dead center

09. Work lamp

10. Leveling bolts & nuts
11. Tool box & service tools

08. 40HP main motor

02. FAGOR servo motor for spindle 09. 650mm (26") bearing type steady rest
03. 155mm spindle bore (A2-11; 5 ~ 800rpm) 10. 800mm (32") bearing type steady rest
04. 300mm spindle bore (A2-20; 4 ~ 600rpm) 11. Manual 3-jaw scroll chuck
05. 380mm spindle bore (A2-20; 4 ~ 400rpm) 12. Hydraulic brake for spindle
06. 1000mm swing over bed 13. PLC lubrication unit
07. 1200mm swing over bed
A Model / ltem A B c
R
i :’ c 3260 1700 | 1480 | 1530
F Tailstock base travel 3280 2200 1980 2030 o~
20 =t e 32120 3200 | 2980 | 3030 o
32160 4000 | 3780 | 3830
32200 5000 | 4780 | 4830 SIMENS controller FANUC controller SYNTEC controller Automatic spindle Swivel control panel Full guarding
(SIMENS X/Z & spindle (FANUC X/Z & spindle PANASONIC speed change (w/cable connection
servo motors) servo motors) X/Z servo motors & MPG)
DELTA inverter for
spindle motor)
— SPECIFICATIONS \
Swing over bed 800mm, 1000mm (option), 1200mm (option) Z axis travel 1480, 1980, 2980, 3780, 4780mm
Swing over cross slide 510mm, 710mm (option), 910mm (option) X axis travel 550mm 2
Swing over gap 1100mm, 1300mm (option), 1500mm (option) Quill taper MT#6 Follow rest Rear chuck mechanism 2 speed tailstock Hydraulic tailstock Chip conveyor
Center height 400mm, 500mm (option), 600mm (option) Quill diameter 125mm 29
Centers distance 1700, 2200, 3200, 4000, 5000mm Quill travel 250mm
Bed width 550mm Cutting tool 32mm x 32mm
Cross slide width 300mm Positioning accuracy +0.01mm/300mm
»
Spindle speed (4 ranges) 4-600rpm Repeatability accuracy +0.005mm Hydraulic vertical Electric vertical 4-jaw independent Hollow type hydraulic ~ Air conditioner
. X 8 position turret position turret chuck 3-jaw chuck (in electrical cabinet)
Spindle bore 250mm (see OPTIONAL ACCESSORIES) Spindle run-out +0.01mm Ecen{er ne\gm lggmmg (center height 125mm)
center heig| mm,
Spindle nose A2-15 Spindle motor (A.C.) 30HP, 40HP (option)
XIZ axis servo motor 2kwi3kw v y _ .
s [ I 3
Z axis ball screw 263mm x P10 Coolant pump 1/4 HP (180W) P’ . |
X axis ball screw 240mm x P5 Net weight 6300, 6800, 8000, 8800, 9800kgs w y
[Super load type]
Rapid traverse X/Z 6000/8000 mm/min Measurement (3260) 4Mx22M x 2.2M
Headstock lubrication Live center MT#6 Movable cord Laser calibration Transformer
oil cooler connected MPG

* The above specification is measured without any optional accessories, such as turret and chuck...etc.
* OEM machine (frame & sheet metal parts) is available upon request.

* All specifications are subject to change without prior notice. * Photos are for reference, please check with our dealers for final confirmation.

[J )
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FEATURES 45 &,

Full enclosed oil bath high/low gear box to assure
enough torque when using low speed range.

GEAR DRIVING MODELS 5 #51% $y 4% A k
e
i

2EMZGAREE R GRS > BRI RRE oy
wBet - A RN - DP-g

DRILLING/TAPPING SELECTOR

DIGITAL TACHOMETER

T i AL/ T B W

-
-

SPINDLE SPEED CONTROL KNOB
F iR e da

For All Models

1
: . TABLE
Control panel and spindle down
feed with metric and imperial
system scale are both at the
front for easy operation.

MEAZH@RANERA X
i TRERTRAER -

Table can be operated up
and down by the front or rear
side handle to solve the
small working area problem.

IfEE: TARESHIHETH
A AR AR AR
HEEZRAZARA -
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For All Drilling Machine Models

&y  VARIABLE SPEED MILLING/DRILLING MACHINES
&R B RMIR - RSARS

rh* i

20G DP-925GAD  MD-930

HIGH/LOW GEAR BOX
DRIVING MECHANISM
=/ R R A R AR

BASE

Base integrates with pump

and coolant tank to enlarge
your work space and keep

the machine more stable.

JeE: RARENES
RMBALE  THEE
MR pit B R E K -

VARIABLE SPEED MILLING/DRILLING MACHINES
BRERMIR ~ SRR R

/o) (T
SUPERSONIC

TIMING BELT DRIVING MODELS 543, g %1% &y 44 1Y | %g

No vibration, smooth and quiet opration to assure the accuracy TL\ = i-}_
and duration. \jl \ l |
EMERTH TR A GELRS > THBLERMREFH & -

DP-915AH MD-30BV

B HEFRAR L

DIGITAL TACHOMETER
ER L S E S

SPINDLE SPEED CONTROL KNOB |
X dh iR 3% Ak 40

DRILLING/TAPPING SELECTOR
SIL/ZUF 3B

For MD-30BV & MD-930

For DP-925GAD

T o

AUTOMATIC SPINDLE DOWN FEED
MECHANISM

Special design for DP-825GAD with 3 automatic
spindle down feed rates. When the automatic spindle
down feed is engaged, the tapping fuction will be off.

CROSS TABLE

Bedways are ground to maintain the
accuracy. Cross table with front and
right side zero-setting graduated dials
for easy positioning and machining.

+F AR & XY b A B
BRBE. THERNERTHNA®
BAERMLE  RAEMEIL -

X b g S ) £ F - il B A DP-925GAD & 45 53k 3t
BB IR B4R - BEA A BRI
A F g asiFLE -
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5‘- VARIABLE SPEED DRILLING MACHINE INVERTER VARIABLE SPEED DRILLING MACHINE
: - BELT DRIVING - TiminG BELT DRIVING

SUPERSONIC SUPERSONIC

DP-920P &% #K - A% %®H DP-915AH ##Ha&%RMK - AL TEE

STANDARD: STANDARD:
MT#3 Spindle * # MT#3 MT#3 Spindle * # MT#3
Forward and reverse switch JE % B # Tapping system L7 4 4

Digital tachometer x #hig ik % Digital tachometer * #hi%:% &

— SPECIFICATIONS
— SPECIFICATIONS
Drilling capacity Steel 25mm
FAMILEED Cast iron 32mm
Drilli i FLEE Steel
riling capacity £ A #7LE /1 [Steel 32mm Tapping capacity Steel 16mm
BRATHA Castiron 19mm
Throat &% 265mm
Throat =% 204mm
Spindle nose taper x #hif MT#3
Spindle nose taper x #hit & MT#3
Spindle travel X $hi742 150mm
Spindle travel X #4742 135mm
Quill diameter % $& & & 75mm
Quill diameter * $& & /& 62mm
Column diameter xr 4 248 115mm
Column diameter sr4: #4& 92mm
Spindle nose to table £#h % T /5 & & KiEsE 775mm OPTION
Spindle nose to table * #h % T 5 & & AIEME 605mm (iﬂ"!‘vﬂgu_a"’ with N
Spindle nose to base X #h % f /i f& A SE&E 1100mm shirt off mlcro switch)
Spindle nose to base x ¥ % & A f A IE & 1150mm
Table size (L x W) =4 & R+ 560mm x 470mm
Table size (Lx W) =4 & R+ 460mm x 360mm
Table slot £ 4 THl# 16mm
Table slot =4k & T#H 4# 16mm
Base size (L x W) /& & R+ 685mm x 485mm
Base size (L x W) & & R~ 685mm x 485mm
Variable spindle speed X #h & f2 # & 4P: 300 ~ 2000rpm
4P/8P (448/84% : 150~2000rpm) - option & . o
/8P (He/B A 190=2000rm) - opion & 1 8RiH80.71000rpm Variable spindle speed X i f & 8 it 150 ~ 3000rpm
Main motor % %3 2HP O_PT'O”
Main motor % % ik 2HP (Coolant equipment)
Coolant pump #-4p & 1/8HP
Coolant pump #-%p £ 8 1/18HP
Dimension (L x W x H) # % R+ mm 905 x 578 x 1945
Dimension (L x W x H) # 3 R~ mm | 660 x 460 x 1765
Net weight / Gross weight ;# &/£ & 295kgs / 340kgs
Net weight / Gross weight /# &/ £ & 220kgs / 260kgs
Packing size (L x W x H) % # R+ mm 940 x 648 x 1905
Packing size (L x W x H) % % R+ mm | 820 x 610 x 2010

; . - ] . . * *
*All ficat bject to ch: ithout tice. . n H H H “ » . . .
;ﬁg;—?%;;::;a;:a:i (;:i;;gﬁ: ‘:” out prior nofice CE Conformlty is available *g;p;gg;f;};;,;geg:;fd t;_;g:%%&% without prior notice. CE COnformlty is available
a o WA -

Supersonic | 03
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SUPERSONIC

DP-920G

STANDARD:

MT#3 Spindle £ & MT#3
Tapping system % ¥ & #
Digital tachometer * &g %

— SPECIFICATIONS

Drilling capacity [Steel] MT#3 32mm
*ABRILEES MT#4 40mm
Tapping capacity % A F 4 5 19mm
Throat &% 265mm

Spindle nose taper * phif i

MT#3, MT#4(option)

Spindle travel X $h474 150mm
Quill diameter ¥ & 48 75mm
Column diameter i & 48 115mm
Spindle nose to table & T 4F & & A E&E 775mm
Spindle nose to base X £ & B R K S5 & 1100mm

Table size (L x W) T & R+

560mm x 470mm

Table slot —F & TAl4#

16mm

Base size (Lx W) & & R+

685mm x 485mm

Variable spindle speed * #h & Bt # i L

245 ~ 2000rpm

@ | 65~540rpm
Main motor * %% 2HP
Coolant pump #4-4r & # 1/8HP
Dimension (L x W x H) # % R mm | 840 x 578 x 2055
Net weight / Gross weight ;% /£ & 340kgs / 385kgs

Packing size (L x W x H) % # R+ mm

953 x 635 x 1855

* All specifications are subject to change without prior notice.

RAEEA RIMRE B AT - BIRIGH] -

Supersonic | 05
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&, INVERTER VARIABLE SPEED DRILLING MACHINE

- GEAR DRIVING

AR RERMER - HEY

OrpTioN
(Coolant equipment)

OpTiON
(Safety guard with shut
off micro switch)

* «CE” conformity is available

DP-925GAD

INVERTER VARIABLE SPEED DRILLING MACHINE
- GEAR DRIVING

STANDARD:

MT#4 Spindle * #4 MT#4
Tapping system 4 F % #;
Digital tachometer * sh#%:% %

Coolant equipment 447 & 4t

— SPECIFICATIONS

Drilling capacity Steel 40mm
KARMILEESD Cast iron 45mm
Tapping capacity & * % F & /1 24mm
Throat &% 265mm
Spindle nose taper X #hi% & MT#4
Spindle travel £ #4742 150mm
Quill diameter * % & /& 75mm
Column diameter 3. & £& 115mm
Spindle nose to table £ &% T £ & & KB4 580mm
Spindle nose to base ¥ g% F& /& & & 36 & 1135mm

Table size (L x W) T4F 4 R~

560mm x 470mm

Table slot .1 & TAH#

16mm

Base size (L x W) & & R+

685mm x 485mm

Variable spindle speed X #h & & # i& g

245 ~ 2000rpm
65 ~ 540rpm

Automatic quill feeds & $y3e 77 3% &

3 speeds (3£)

0.2,0.1, 0.05mm/rev.

Main motor x % if 2HP
Coolant pump %% & i# 1/18HP
Dimension (L x W x H) # & R <+ mm | 872 x 580 x 2000
Net weight / Gross weight i# &€/£ & 385kgs / 410kgs
Packing size (L x W x H) ¥ s R+ mm | 953 x 635 x 2210

* All specifications are subject to change without prior notice.

RAE R RHM A F il ke - BEWP -

SUPERSONIC

HRERAGRITER - AT

Spindle auto down feed
mechanism X #h g $i 1§

OrpTiON

(Safety guard with
shut off micro switch)

* «cp conformity is available

06 | Supersonic
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SUPERSONIC

: &, INVERTER VARIABLE SPEED MILLING & DRILLING
L - MACHINE - GEAR DRIVING

MD-930 447 & RS2 s oM - HREH

— SPECIFICATIONS

Drilling capacity £ & $#7L4E /1 [Steel] 32mm
Tapping capacity & X% F#E 7 19mm
Throat *# 3% 265mm
Spindle nose taper x phsf MT#3
Spindle travel x $hf742 150mm
Quill diameter ¥ &b 48 75mm
Column diameter 4 & & 115mm
Spindle nose to table * #h £ T4k & & A IEdE 460mm
X axis travel X$hf742 430mm
Y axis travel Y#hit# 230mm

Table size (L x W) =% & R+ 730mm x 210mm

Table slot T4 & TRl 4% 16mm

Base size (Lx W) & & R+ 670mm x 400mm

: A K 245 ~ 2000rpm
Variable spindle speed  #h & f& # i §

P p @ | 65~ 540rpm
Main motor * %% 2HP
Coolant pump #-%p & i 1/8HP

Machine dimension wxwxH) # % R~ mm | 1050 x 1100 x 1370

Stand dimension (Lxw x H) B2 B < mm | 750 x 560 x 790

Net weight / Gross weight /% &/%£ & 285kgs / 315kgs

: N x Machine 915 x 762 x 1143
Packing size (LxwxH) % # R S MM | 040 % 585 x 204

* Al specifications are subject to change without prior notice.
RMER R ARF TR - B -

Supersonic | 07
WWW.supersonic.com.tw

STANDARD:

MT#3 Spindle * #h MT#3
Tapping system 4 4 #;
Digital tachometer * sh#%:% %

OpTION
(Safety guard with shut off
micro switch)

OPTION —| OrTION

(Stand) 2 2 (Coolant equipment)

* «CE” conformity is available

INVERTER VARIABLE SPEED MILLING & DRILLING
MACHINE - TIMING BELT DRIVING

MD-30BV 47 & &R %ot 6 - BER K T3S

— SPECIFICATIONS

Drilling capacity % A 4#7LAE /1 [Steel] 30mm
Tapping capacity & A4 F # /1 M16
Face milling capacity & A @448 /1 75mm
Throat *&% 138mm
Spindle nose taper X #hsf A MT#3
Spindle travel #4742 150mm
Quill diameter * &b & & 75mm
Column diameter 3z 4 &4 95mm
Spindle nose to table * #h £ T4k & & A IEdE 500mm
X axis travel Xsf7#2 370mm
Y axis travel Y#af7#2 170mm

Table size (Lx W) 4% & R+

730mm x 210mm

Table slot —4f & TR 44

16mm

Base size (L x W) & & R+

605mm x 400mm

Variable spindle speed * b & & 4# i

150 ~ 2500rpm

Main motor * %%

2HP

Coolant pump #-%p & i

1/8HP

Machine dimension (LxWxH) # % R+ mm

1100 x 910 x 1300

Stand dimension (LxW xH) B2 £ <+ mm

750 x 565 x 795

Net weight / Gross weight ;% &/£ €

240Kgs / 270Kgs

Machine

Packing size (LxwxH) % 48 R Shard

mm

915 x 762 x 1140
838 x 580 x 203

* All specifications are subject to change without prior notice.

HAEEH RO A A AT« BWE] -

STANDARD:

MT#3 Spindle * & MT#3
Tapping system = F 4 #
Digital tachometer * #h##%i% %

Oetion
(Safety guard with  [J -
shut off micro switch)

OpTION
(Coolant
| equipment)

[/

* «CE’ conformity is available

08 | Supersonic
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OPTIONAL ACCESSORIES £ A it 44

SUPERSONIC

Code #1120: Face cutter 3"
Code #1120A: Throw-away face cutter

Code #1121: Drill chuck 1/2*
Code #1121A: Keyless drill chuck 1/2*

Code #1118: Drill press vise 6" Code #1118-4: Milling vise 47

Code #1118-6: Milling vise 67

Code #1125: MT#3/MT#2 spindle sleeve
Code #1125A: MT#4/MT#3 spindle sleeve
Code #1125B: MT#4/ MT#2 spindle sleeve

Code #1123: 18pcs ground parallels

. _—-OrpTioN
/ (Stand)
6: H/V rotary table 6" ¥ v

Code #1127 3-jaw chuck 5" 3
Code #1128-8: H/V rotary table 8"

Code #1129: Longitudinal power feed

— SPECIFICATIONS
Code #1130: ) Gode #1132: Halogen lamp Code #1133: Digital readout system Code #1113: MT#4 spindle nose CS-350 CSs-315 CS-275 CS-250
Mere mhissbinbadaben st el e MODEL [with stand] [with stand] [with stand] [w/o stand]
Code #1116: Cabinet stand
Code #1117: Goolant equipment ) ) | ® 60mm 40mm 30mm
Code #1131A: Tap holder (4~13mm ®) Cutting capacity 90 (@] 100mm 85mm 75mm
Code #11318: Tap holder (10~18; ® .
Ik o oy ot @) 90" S0k J1 O 82 x 82mm 75 x 75mm 5 x 65mm
Code #1135: 2 speed motor | — 110 x 70mm 90 x 50mm
Code #1136: Sliding table ® 50mm A0mm I 30mm
Cutting capacity 45° [e) e~ 90mm [
Photos are for reference, please check with our dealers for final confirmation. 45 B S O 75 x 75mm 55 x 56mm
- = % 3 — 85 x 70mm 60 x 50mm
kB R SR EL > RBHFOREZREHED - : — —
Main motor %3¢ "'z 2P/4P or 4P/BP (option) 2P/4P 2P/4P
DP DP DP DP D ™) 50HZ (2Pi4P): 44/88rpm
MODEL ! 8 - - - - - - F 3 0 50HZ (4P/8P): 22/44rpm (option) 50HZ: 45/90rpm
TEM 8 2 915aH | 9206 | 9256AD| 920p 930 | 30BV Spindle speed = fhikit 60HZ (2Pi4P). 52104rpm 60HZ: 54/108rpm
60HZ (4P(8P): 26/52rpm (option)
Coozant eqUEPment ré-vﬁF g’: # 9 o s o o o b‘} HSS 2.0i 32 HSS 2.0i X32 HSS 2.0 X32
9 Umm x mm mm
|Halogen lamp % 3% x84 [} o o o o o Saw blade $21; & # (option) [® ©315mm ©275mm | ©250mm
Cabinet stand 42 X S As B2 — — _ _ o) o Max. vise opening & k s 4t B & Q 120mm 100mm
300mm higher column #u & 34 - - - - (o] - Coolant pump # % ¥ # - 15 HE
|80mm longer table v & x4 & - - - - o o Coolant tank #4744 5L 2L
ILongitudinaI power feed TR & 24 B $ikss - - - - o [o] Machine weight # % & & 175kgs (wistand &Br%) 135kgs (wistand 481 %) 110k§$&n€§$&?§$%
IMT#4 spindle * #:MT#4 - o S - - - Machine dimensions (L x W x H) 1020 990 1630 wistand 4% oS WM S RE
igi . 00 x 510 x 725 stand : R
IDIgltal tachometer ik f 881 & S S S S S ##H R mm X610 x 726 stand SRR T 520x500x712 stand Br i A+

* All specifications are subject to change without prior notice.
RAEEA R R A ATHR—S - HLWHH] -
OrTioN

s - [ ] -9 Saw blade [HSS 2.0mm X 32] 48 4
©315mm, $275mm, ®250mm

|Forward / Reverse switch GE 3% B B -
2 speeds motor 4P/8P # 4% & i =
Tapping system s ¥ % # S S

I
I
o|lun|w
I
I

[S] - Standard accessories £ £/ [O] - Optional accessories :Z B {7+ [—] - Not available XA H B

10 | Supersonic
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